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Simula-on parameters q Models based on Gem5 q Quasi-cycle accurate simulator q Integration of C++ models of optical components q Based on Garnet NoC q Simulation characteristics q Ring-based optical interconnection q 8-tiles (ARM, 4-KB L1 cache) 32 bits channel width q 2 architectures : q 4 waveguides, 16 wavelengths for each waveguide q 16 waveguides, 16 wavelengths for each waveguide q Modulation speed: 10Gb/s q Real application traffic (SPLASH-2) q Communication between 2 pairs of Ips q One wavelength for each communication q Temporal and spatial conflicts in the waveguide q Laser power at nominal value q SNR î BER ì 

IP i IP j IP m IP n 1 0 1 0 1 0 1 0 SNR 1 0 1 0 1 0 1 0 SNR

Conclusion and future works

q Optical NoC Interface design q critical issue in silicon photonics interconnects à need DSE at different levels q low level DSE/management q laser power and ECC q high level DSE/management q channel allocation / allocation protocol q Future works q tradeoff between Electric vs Optic energy performances q on-line strategy for channel allocation q thermal aware design method 
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  Photodetectors
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	Channel size:									
	number of									
	waveguides and									
	wavelengths per									
	request, i.e.									
	bandwidth									
	Router	REQ								
		0	t 1	t 2	t 3	t 4	t 5	t 6	t 7	t 8	t

data transfer time (optical domain) versus request latency (electrical domain) Best design option? http://inl.cnrs.fr http://www.inria.fr 18-mar-16 9
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	Controller Synthesis Results		
		4 waveguides	16 waveguides
	Channel size	Area	Power	Area	Power
	(wg,wl)	(um 2 )	(mW)	(um 2 )	(mW)
	(16,16)	NA	NA	6292	2.09
	(8,16)	NA	NA	6629	2.21
	(4,16)	6292	2.09	7304	2.45
	(2,16)	6629	2.21	8781	2.95
	(1,16)	7304	2.45	13538	4.45
	(1,8)	8781	2.95	17022	5.06
	(1,4)	13538	4.45	21385	5.33
	(1,2)	17022	5.06	30110	5.86
	(1,1)	21385	5.33	47560	6.92

http://
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Op-cal layer

Impact of the waveguide sharing q How can we manage SNR and BER ?

q Laser power can be ì q SNR ì BER î q Or ECC can be included in the communication channel q SNR = BER î but BW î