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Is time series smoothing function necessary for crop mapping? -Evidence from spectral angle mapper after empirical analysis
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Time series smoothing functions have been frequently applied to fit multi-temporal vegetation index for better extraction of plant seasonal/growing parameters. Questions are raised that whether the smoothing is necessary for crop mapping. Four time series smoothing functions, namely, HANTS, Savitzky-Golay (S-G), double logistics and asymmetric Gaussian, were used to smooth 23 MODIS 16-days composite NDVI images in one year. The effectiveness were compared through visual check, correlation coefficient R, root mean square error (RMSE), and local signal noise ratio (SNR). The best smoothing time series NDVI images, along with the original time series images, were then used to map corn and soybeans by spectral angle mapper (SAM) method and their mapping accuracies were compared. Comparison of smoothing results showed that S-G fitted data got the strongest correlation coefficient R, the lowest RMSE and lower local SNR. Comparison of mapping results further showed that time smoothing function does not improve the classification accuracy obviously with the same training sample and same temporal bands. The whole analysis indicates that it is the mapping method that matters more than time series smoothing function for classification precision.

Introduction

High temporal resolution time series(TS) vegetation indices (VIs) have been well used in the research of global environment with respect to vegetation phenology. Large scale environmental parameters, such as global land use/cover change, could be derived with the knowledge of vegetation phenology. However, the high temporal resolution time series VIs often have coarse spatial resolution , which often make the time series VIs noisy and fluctuating due to the complex atmospheric condition within one coarse pixel (such as undetected cloud) and varying sun-sensor-surface geometries (Duggin,1985). Therefore, a number of noise-reduction functions, including maximum value composite [START_REF] Huete | Overview of the radiometric and biophysical performance of the MODIS vegetation indices[END_REF], Fourier transform (Jentsch and Subba Rao 2014), wavelet transform [START_REF] Sakamoto | A Two-Step Filtering approach for detecting maize and soybean phenology with time-series MODIS data[END_REF]), Gaussian transform [START_REF] Hird | Noise reduction of NDVI time series: An empirical comparison of selected techniques[END_REF], etc., were proposed or utilized to solve this problem.

As for crop mapping, some studies [START_REF] Sakamoto | A Two-Step Filtering approach for detecting maize and soybean phenology with time-series MODIS data[END_REF][START_REF] Brown | Classifying multiyear agricultural land use data from Mato Grosso using time-series MODIS vegetation index data[END_REF], Zhang et al. 2014) have used TS fitting function before mapping, while many others have not [START_REF] Chang | Corn and soybean mapping in the United States using MODIS time-series data sets[END_REF][START_REF] Wardlow | Large-area crop mapping using time-series MODIS 250 m NDVI data: An assessment for the US Central Great Plains[END_REF][START_REF] Gusso | Assessing the MODIS crop detection algorithm for soybean crop area mapping and expansion in the Mato Grosso State, Brazil[END_REF][START_REF] De Souza | Mapping and discrimination of soya bean and corn crops using spectrotemporal profiles of vegetation indices[END_REF]. Some of those which have used time series smoothing functions often conducted more than one smoothing function to the time series images. For example, researchers used MODIS Level 3 VI products always conducted smoothing function upon the already composited VIs by maximum value composite (MVC) [START_REF] Huete | Overview of the radiometric and biophysical performance of the MODIS vegetation indices[END_REF],Daniel de Castro Victoria, et al, 2012). A scanty few studies have been conducted regarding the benefit of noise reduction for vegetation phenology [START_REF] Hird | Noise reduction of NDVI time series: An empirical comparison of selected techniques[END_REF], or regarding empirical information of noise of the smoothed images themselves, such as Atzberger and Eilers (2011), who have compared the effectiveness of four fitting methods. Fewer studies have investigated the necessity of fitting TS VIs for crop classification. Questions are raised that whether smoothing functions are necessary for crop type mapping. This goals of this paper are: [START_REF] Atzberger | Evaluating the effectiveness of smoothing algorithms in the absence of ground reference measurements[END_REF] to study the effectiveness of four different time series fitting methods, and then with the best fitting results, (2) to compare the classification accuracy.
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Materials and Methodology One U.S. state, the Ohio, was taken as case study to classify corn and soybeans from others, as in large area mapping, the large area was often divided into small regions.

Corn and soybeans are the dominant crop in Ohio, where the yield of corn takes up 4% of the whole states total, the yield of soybeans takes up 7%. Other parts of the state are mainly forest and shrub lands. The spatial distribution of corn and soybeans from CDL 2013 was shown in Fig. 1. where, is the mean value of the grid, and is the standard error, which are calculated by Eq.4 and Eq.5.

(4), [START_REF] Chen | A simple method for reconstructing a high-quality NDVI time-series data set based on the Savitzky-Golay filter[END_REF], where, xi represents the pixel value of i in the analyzing grid, and N is the total pixel numbers in the grid. For the calculated R, RMSE, and SNR, the criteria for effectiveness is higher R, lower RMSE and lower SNR.

Crop mapping and result check

Spectral Angle Mapping (SAM) in the commercial software ENVI TM was used for classification. SAM "uses an n dimension angle to identify pixels to reference spectra" [START_REF] Kruse | The spectral image processing system (SIPS)interactive visualization and analysis of imaging spectrometer data[END_REF]). The spectral angle is reversed by Eq.6.

(6), where, n is the total band number. It is 23 in this study, xi and yi are the data value (usually reflectance) of each time series images, and is the spectral angle which the mapper would be based on. The algorithm determines the spectral likeness between two spectrum profiles by figuring out the angle between the spectrum profiles in a space with dimensionality equaling to the number of bands. The SAM method is relatively less sensitive to illumination and albedo effects than other methods such as maximum likelihood. End-member spectra (training data spectra) used in SAM mapping procedure was collected with the aid of CDL. The CDL was resampled to a resolution of 250*250 m, the same as the MODIS NDVI data, with each 250*250 m pixel assigned a value of percent of corn or soybeans. The pure corn and soybeans were extracted for random sampling. Ten percent of Random samples (points) of corn and soybeans were extracted from the pure corn or soybeans layer, respectively. One third of these random samples were used for training of SAM, which was done by performing a MOD function, going by like MOD(ID,3) equaling to 0, and the left were used for accuracy check. The tolerance angle for SAM was set as 0.5 radian. For the accuracy check of mapping result, three groups were compared. Overall, producer and user accuracy were all derived for comparison. The first group classified all the 23 original and S-G fitted time series images, the second group classified the 12 images from Band 7-18, and the third group classified 7 images including band 9, and Band12-17. Percent and pixel accuracy of corn and soybeans were given, as well as the overall accuracy. The mapping results with best overall accuracy was compared by ratio to the acreage estimated by CDL and acreage from national statistics released by NASS, USDA.

Results and Discussion

Time series fitting results

Visual check

The screen shots of one sub region of the original image and four smoothed images in Band 14 were shown in Fig. 2. The result of HANTS was different from others to the most extent, which has brought more noise to the original image. 

Correlation coefficient, RMSE and SNR

Correlation coefficient R of the whole image and the 20 sample points in Band 14 between the smoothed and the non-smoothed images were given in Table 1. 

Visual check

Corn and soybeans distribution mapped from time series Band 7 to Band 18 of the original images and S-G smoothed images were shown in Fig. 5 and6. The coarse resolution of MODIS Vis has made the mapping results less specific compared to the CDL distribution of corn and soybeans as shown in Fig. 1. However, the trend of distribution were generally right where there was corn or soybeans. The red ellipse circle on the map showed slightly different details between the results from the original images and S-G smoothed images. 

Mapping Accuracy

Overall accuracy, producer and user accuracy of classification were compared in three groups, the first of which classified all 23 original and S-G fitted images, the second classified the 12 images from Band 7-18, and the third group classified 7 images including band 9, and Band12-17. Percent and pixel accuracy of corn and soybeans were given, as well as the overall accuracy, as shown in Table 5: The ratio of mapped acreage from MODIS time series NDVI images to the acreage of CDL and to the statistics reported by ASD released June 28, 2013, by NASS, USDA were given in Table 6. 

Discussion

Time series fitting effectiveness

Visual checking showed that HANTS altered the original data value massively, and thus has shown higher SNR than S-G, Gauss and Logistics. Visual checking by time series profiles showed that S-G, Gauss, and Logistics were similar in the growing season, but differed from each other in other part of the year. Generally, S-G smoothing function got the best results, especially with NDVI peak value neither obviously lagging nor postponing.

Statistical check showed that S-G smoothing algorithms had the highest correlation coefficient either for the whole image or for sample points. S-G smoothing algorithms also presented the lowest RMSE and relatively lower SNR. With these results, S-G was thought to be the best and stably effective smoothing function for crop mapping.

Crop mapping accuracy

With the same methods, the same input data bands, and the same training data, the overall accuracy of the original time series was generally better than the S-G smoothed time series, but the accuracy was not obviously high, no higher than 5%.

The ratio of mapped acreage to CDL pixel counted acreage was near 100% for corn, and near 80% for soybeans, and so was the ratio of mapped acreage to national statistical acreage. Besides, the detail in the distribution map also led to different conclusion compared to the accuracy report. Therefore, it was concluded here that the smoothing functions, the mapping method, the training data and the accuracy check method all had effect on the comparison. It is the goal the matters for the choosing of mapping method.

Limitations

Both time series fitting method and the selection of input bands have effect on the mapping result. This paper only investigated the result of spectral angle mapper mapping method. Other method may got different results as well.

CONCLUSION

This paper compared the effectiveness of four time series smoothing algorithms through a series of statistical indicators, and used the most effective smoothed result to conduct crop mapping. S-G smoothing was found to be the most effective fitting method. However, the most effective smoothed results did not provide the most accurate mapping results with the same method, the same training data and the same checking data. This findings imply that both mapping methods and the goals or purposes the user require matter more for a better result of crop mapping. It was not necessary to conduct a time series smoothing before a better mapping scheme was founded.
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 12211 Fig.1.Corn and soybeans distribution in 30m resolution crop data layer (CDL) data in 2013

Fig. 2 .

 2 Screenshot of one random pixel in Band 14 before and after fitting Time series NDVI profiles of one corn pixel and one soybeans pixel from the original images and four smoothed images were shown in Fig.3 and Fig.4, which indicated that HANTS tended to change the max value position, and obscured the start and end of season date. S-G has well kept the original curve.
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 34 Fig. 3. NDVI Time series profiles of corn pixel before and after smoothing
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 56 Fig. 5. Spectral angle mapper result from the original time series images

  

Table 1 .

 1 Correlation coefficient between each smoothed and the non-smoothed imagesThe correlation coefficient R showed that the S-G smoothing functions got the best results both for the whole image and for sample points among the four smoothing functions conducted in this study. Correlation analysis between smoothed data and the original data for the 16 fishnet grids also showed that S-G smoothing function presented higher median and mean correlation coefficient than Logistics, Gauss and HANTS as shown in Table2:

		Original whole image	Original 20 sample points
	S-G	0.996	0.846
	Logistics	0.995	0.751
	Gauss	0.995	0.708
	HANTS	0.995	0.826

Table 2 .

 2 Correlation coefficient of each time series smoothing function of 16 fishnet grids

		S-G	Logistics	Gauss	HANTS
	Median	0.83	0.81	0.81	0.77
	Mean	0.82	0.81	0.81	0.74
	Min	0.61	0.62	0.60	0.38
	Max	0.92	0.94	0.96	0.88
	S-G smoothing function presented the lowest RMSE than Logistics, Gauss and
	HANTS as shown in Table 3:			

Table 3 .

 3 RMSE of each time series smoothing function of 16 fishnet gridLocal SNR analysis showed that the original time series had the highest SNR either in mode, median or in mean value. S-G smoothing function presented lower SNR than HANTS smoothing function, but higher SNR than Logistics and Gauss, as shown in

		S-G	Logistics	Gauss	Hants
	Median	962	1076	1025	1308
	Mean	981	1046	1005	1303
	Min	703	770	734	859
	Max	1234	1271	1222	1583

Table 4 :Table 4 .

 44 Local SNR of the original and fitted time series images

	Statics	Mode	Median	Mean
	Original	19.586	16.306	14.858
	S-G	15.383	12.496	11.686

Table 5 .

 5 Overall, Producer, and User accuracy of classification of three group

	Group	Time series	Crop type	Prod. Acc.	User. Acc.	Overall
						Acc.
	The whole 23	Original	Corn	60.970	69.000	64.486%
	bands		Soy	68.530	60.480	
		S-G smoothing	Corn	50.630	66.220	59.667%
			Soy	70.110	55.150	
	Band 7 to	Original	Corn	65.250	68.910	65.613%
	Band 18		Soy	66.040	62.270	
		S-G smoothing	Corn	65.250	68.910	60.594%
			Soy	66.040	62.270	
	Band9,Band	Original	Corn	65.250	68.910	58.138%
	12 to band 17		Soy	66.040	62.270	

Table 6 .

 6 Mapped MODIS result acreage compared to pixel counted from CDL and statistical acreage released June 28, 2013, by NASS, USDA

	Ratio
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