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With the development of agricultural informatization, agricultural environment information acquisition platform needs to collect more and more data. And with the increase of the number of data acquisition terminal, a large number of concurrent data traffic is generated on the server. This will lead to the phenomenon of excessive load which directly affects the validity of the data. Therefore, based on LVS technology, this paper designed a solution for the agricultural environment information acquisition platform. Through the experiment we know that the LVS technology can guarantee the validity of the data acquisition, which lays the foundation for the development of precision agriculture.

Introduction

The IOT is through the sensor technology, the acquisition of a variety of sensor information, through the network to connect with each other, information exchange and communication [START_REF] Hu Yong-Li | Information Sensing and Interaction Technology in Internet of Things[J][END_REF][START_REF] Liu Qiang | Key Technologies and Applications of Internet of Things[END_REF].The application of the same thing in precision agriculture, making precision agriculture has been rapid development [START_REF] Yu Lei | Research advances on technology of Internet of things in medical domain[END_REF][START_REF] Ma Xin | Study on the Applications of Internet of Things in the Field of Public Safety[END_REF][START_REF] Feng | Study on the Development of Smart Libray Based on Internet of Things Technology[END_REF]. By the traditional manual collection of environmental information, and gradually turned to the IOT technology to gather information, Improve the degree of information. Accurate and effective crop environment information data, in the greenhouse plant cultivation, can effectively ensure that the crop is in the best growth state, to ensure the yield and quality of agricultural products [START_REF] Daoliang | Internet of Things and Wisdom Agriculture[END_REF][START_REF] Huixia | The Application of the Internet of Things in China Modern Agriculture[END_REF][START_REF] Yong | Advancement and Trend of Internet of Things in Agriculture and Sensing Instrument[END_REF][START_REF] Xiaojun | Application mode construction of internet of things(IOT)for facility agriculture in Beijing[J][END_REF][START_REF] Donghong | Applications of Internet of Things in Food and Agri-food Areas[END_REF].

With the popularity of the Internet, the IOT has been from the traditional mode of small scale, slowly into the Internet era. Agricultural environmental information collection mode based on the IOT is also a small range of environmental information collection, development into a large range, multi regional environmental information collection [START_REF] Liu Guanglin | Research on Differential GPS System of Agricaltural Machinery Based on 3G[J][END_REF][START_REF] Ping | Intelligent Measurement and Control System of Facility Agriculture Base on Zigbee and 3G[J[END_REF][START_REF] Chunyong | Design and Implementation of ZigBee based Environmental Monitoring System for Facility Agriculture[END_REF].Agricultural environmental information acquisition system needs to deal with the network connection number of times also into explosive growth, if the network connection can not be processed in time, will lead to a decline in the quality of the system, especially in the greenhouse of agricultural facilities, if it can't effectively ensure the normal and stable operation of greenhouse, the loss will be unable to estimate. Based on LVS technology, the load balance of the agricultural environment information acquisition system is realized, and the service quality of the system is ensured, which lays the foundation for the development of precision agriculture.

System structure

The system structure as shown in Figure 1, based on LVS technology to construct the agricultural environment information acquisition system can according to each cluster server load, will come from the network terminal request reasonable allocation to each server implementation, can effectively solve the problem of high load of multi terminal and Fayin. To ensure the validity of the data terminal. does not change, directly increase the network bandwidth and server, effectively improve the ability of processing data in the network, make the network flexibility and availability significantly improve the stability of the service operation [START_REF] Zhou Yinglian | Research on Load Balancing of Web-server System[END_REF][START_REF] Chubei-Bei | LIUXiao-nan,LIUTie-ming. Load Balancing of System Level Application Systems[END_REF].

Internet Internet

Cluster profile

Cluster is usually the abbreviation of a system. This system is composed of many computers, as a whole, and provides services to the outside. At the same time, it can increase, modify or delete nodes in the cluster. Compared with the traditional single server, the cluster has the advantages of high stability, fast calculation speed and easy management [START_REF] Wang Zhi-Xiao | Application of cluster in Internet web server[END_REF][START_REF] Duan Guo-Yun | Application of Cluster Technology to the Hospital Informationization System Integration[END_REF].

LVS

LVS full name is Virtual Server Linux, which is sponsored by China's Linux programmer, Dr. Zhang Wensong (who is responsible for the development of the core software) and the free software project, which is based on Linux system. LVS is a cluster based on load balancing technology. In the LVS, there must be a master server, and more than 2 true Real-server. Master server according to the scheduling algorithm to control the server Real-server, Real-is responsible for providing services. The client only needs to communicate with a IP address provided by the cluster. The cluster is just a single server, and the structure of the cluster is not an invisible to the client [START_REF] Zheng Ling-Xiang | Performance Evaluation and Implementation Analysis on LinuxVirtual Server[END_REF]. Server Real-can provide a variety of common services such as FTP, DNS, Telnet, SMTP, etc.. Master control server is responsible for the control of server Real-. When the client sends a service request to the LVS, the server is specified by a server Realto receive a request from the client and respond to its request, for the client to communicate with a fixed IP.

Keepalived

Keepalived is a software that works like a switch. It can detect the status of the server.

When the server appears to restart, the keepalived will remove the server from the existing system. When the server is back to normal, it will resume to the system.

LVS working mode

LVS has three working modes, VS/NAT, VS/TUN, VS/DR. This paper chooses VS/TUN mode. The mode of the client to send the data packets, a two package, add a new destination IP address, and send it to the destination IP address corresponding to the real-server, it will be the results of the packet processing, directly returned to the client. The mode can effectively reduce the load of the pressure[19].

Firewall

In the network firewall usually refers to separate the internal network and external network and isolation, when two network for communication, according to certain rules, the communication of data conditional options, allowing data can freely in and out of the network, are not allowed to data, declined to its into the network, the maximum guarantee the safety of the network server. Linux operating system, also with a firewall, according to the different IP address and port to a certain degree of restriction. Because the system servers are used in the internal network, so close the Linux firewall can directly. The command:

service iptables stop

Yum

Yum (Yellow dog Updater, Modified ), in Linux can from the specified server to download and install the RPM package, compared with traditional way of RPM installation, can automatic processing the RPM package dependencies, installed a can all depend on the package. echo "2" >/proc/sys/net/ipv4/conf/tunl0/arp_announce echo "1" >/proc/sys/net/ipv4/conf/tunl0/arp_ignore echo "1" >/proc/sys/net/ipv4/conf/all/arp_ignore echo "2" >/proc/sys/net/ipv4/conf/all/arp_announce

TEST

The design goal of this paper is to realize the high load balance of agricultural environment information acquisition system. In the experiment, the client terminal is used to carry out concurrent access, and the data is sent to the server 500000, and the test data are as table 1. The test results show that the agricultural environment information acquisition system based on LVS technology can effectively improve the service capability, and Improve the service quality, which lays the foundation for the development of precision agriculture.

Conclusions

With the development of precision agriculture, the wide application of the IOT technology, the agricultural environment information acquisition system needs to provide uninterrupted service for 7X24 hours. In this paper, the load balance of the agricultural environment information acquisition system is realized by using LVS technology, and the stable operation of the data acquisition system is effectively guaranteed.
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Table 1 .

 1 Test data results

			Common mode		LVS mode	
		Valid data	Missing data Loss rate ‰ Valid data Missing data Loss rate ‰
	1	495234	4766	9.53	498548 1452	2.90
	2	494656	5344	10.68 498731 1269	2.53
	3	494531	5469	10.93 497913 2087	4.17
	4	492967	7033	14.06 498355 1645	3.29
	5	494789	5211	10.42 498367 1633	3.26
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