Vinay Kumar 
  
Vivek Singh Bawa 
  
No reference image quality assessment metric based on regional mutual information among images

With the inclusion of camera in daily life, an automatic no reference image quality evaluation index is required for automatic classification of images. The present manuscripts proposes a new No Reference Regional Mutual Information based technique for evaluating the quality of an image. We use regional mutual information on subsets of the complete image. Proposed technique is tested on four benchmark natural image databases, and one benchmark synthetic database. A comparative analysis with classical and state-of-art methods indicate superiority of the present technique for high quality images and comparable for other images of the respective databases.

Introduction

With the advent of inexpensive and good quality mobile cameras storage, transmission and compression of images has become a standard practice among technical and non technical masses. Large number of people have mobile phones with camera capturing trillions of photographs every year, approximately 24 billion selfies were uploaded to Google in year 2015 and increasing exponentially with every passing year. Unlimited space for uploading images on Google photos (and large space on other web servers; for example, Flickr, Pinterest, etc) facilitates and influences people to capture many photographs of the same situation. Searching the good quality images from this ever (exponentially) increasing large quantity is impossible task for a human being. Therefore, it becomes pertinent to design and develop better automatic and no-reference image quality assessment system. These systems will help; for example, in evaluating the image information and (possibly) retain the best out of plethora, find out the quality in real time, selecting camera settings for best results, etc. This drives researchers to develop better auto no reference image quality measurement techniques [START_REF] Lin | Perceptual visual quality metrics: A survey[END_REF][START_REF] Liu | Image quality assessment based on gradient similarity[END_REF][START_REF] Narwaria | Objective image quality assessment based on support vector regression[END_REF][START_REF] Narwaria | Fourier transformbased scalable image quality measure[END_REF][START_REF] Liang | No-reference perceptual image quality metric using gradient profiles for jpeg2000[END_REF][START_REF] Wang | Reduced reference image quality assessment using entropy of primitives[END_REF][START_REF] Wang | Image and multidimensional signal processing-a universal image quality index[END_REF].

Researchers generally talk about three types of image quality assessment (IQA) techniques:

1. full reference [START_REF] Zhang | Fsim: A feature similarity index for image quality assessment[END_REF][START_REF] Li | Color image quality assessment based on sparse representation and reconstruction residual[END_REF][START_REF] Wu | Perceptual quality metric with internal generative mechanism[END_REF][START_REF] Gu | An efficient color image quality metric with localtuned-global model[END_REF][START_REF] Wang | Ssim-motivated rate-distortion optimization for video coding[END_REF][START_REF] Wang | Ssim-inspired divisive normalization for perceptual video coding[END_REF][START_REF] Zhang | Vsi: A visual saliency-induced index for perceptual image quality assessment[END_REF][START_REF] Fang | Objective quality assessment for image retargeting based on structural similarity[END_REF],

2. reduced reference IQA [START_REF] Tao | Reduced-reference iqa in contourlet domain[END_REF][START_REF] Gao | Image quality assessment based on multiscale geometric analysis[END_REF], and 1 3. no-reference IQA [START_REF] Mittal | No-reference image quality assessment in the spatial domain[END_REF][START_REF] Gu | Using free energy principle for blind image quality assessment[END_REF][START_REF] Gu | Blind quality assessment of tone-mapped images via analysis of information, naturalness, and structure[END_REF][START_REF] Zhang | A feature-enriched completely blind image quality evaluator[END_REF].

First type of IQA assumes that human beings are sensitive to degradations, second indicates that we are more sensitive to few key features extracted from the image. The current proposed technique lies in the last category.

Various techniques for objective image quality measurement are discussed in literature. Since human visual system is a complex set of decision making processes, available IQA methods are still not as good as the human visual decisions. We discuss some of the relevant and prevailing methods in rest of the present section.

Wu et al [START_REF] Wu | A generalized block-edge impairment metric for video coding[END_REF] used measurement of blocking effect in horizontal and vertical directions and differences at block boundaries in horizontal and vertical directions, respectively. Tan et al [START_REF] Tan | Frequency domain measurement of blockiness in mpeg-2 coded video[END_REF] analyzes magnitude and phase information in a harmonics to measure the quality of the image. Another [START_REF] Tan | Blockiness detection for mpeg2-coded video[END_REF] model was developed for measuring block effects in an image. Wang et al [START_REF] Wang | Blind measurement of blocking artifacts in images[END_REF] used energy based measurements to find the blocking artifacts in an image. These blocking effects become fundamental building blocks for measurement of quality of an image.

While transmitting or storing, image quality (IQ) measurement plays a crucial role to evaluate and choose the correct image. The ultimate goal of IQ measurement is assigning a quantitative value to perception to human observers. Researchers perform this task with the help of crowd sourcing and acquiring Mean Opinion Score (MOS). MOS or its modified versions compared with the IQA values become basis for quality of the IQA index.

In the next section we discuss proposed method followed, in section 3, by experimental results and discussion. We close the manuscript with conclusion and references.

Methodology

The proposed index No Reference Regional Mutual Information (NrMI) predicts the quality of an image with the help of following procedure.

Given an image matrix Φ(x, y) ∈ Z n×m . Another version of matrix Φ(x, y) is created and is depicted by Φ ′ θ (x ′ , y ′ ), where

x ′ y ′ = cosθ -sinθ sinθ cosθ x y (1) 
To make Φ and Φ ′ θ of same size equations 2 and 3 are applied.

Φ vec (v) = vec(Φ ′ θ (x ′ , y ′ )) (2) 
Φ θv (x, y) = vec -1 (Φ vec (v)) : Φ θ (x, y) ∈ R ab → R n×m (3) 
We divide Φ(x, y) into disjoint group of n sub-matrices, η a×b k : k ∈ Z > where η k : η k ⊂ Φ. η k contains q member of perfect subsets of Φ (such that k/m ∈ Z > ), for it is obvious that if a subset is perfect, then there is no information loss. Every element of η k represents a segment of original image Φ. Φ ′ θ (x ′ , y ′ ) is divided into sub-matrices η a×b k,θ (≡ η k ). We choose size of η k (and consequently η k,θ ) to be 3 × 3, which makes sure that the values within η k will not be varying significantly except when sub-matrix lies at an edge in Φ(x, y) (or

Φ ′ θ (x ′ , y ′ )).
The value of θ is π/2, one can choose any value for θ but π/2 provides maximum shift, and equation 1 is rewritten as

x ′ y ′ = -y x (4) 
which relates image matrices Φ and Φ ′ θ by equation 5

Φ(x, y) = Φ ′ θ (-y, x) (5) 
Let sub-matrices η k (and η k,θ ) be represented by 

η k =  
Center the values at the origin and represent it by M e,0 by

M e,0 = M e - 1 N N i p i (8) 
where p i are elements of matrix M e and N = 9 + 9 = 18.

Find covariance

C = 1 N M e,0 M T e,0 (9) 
Estimate joint entropy 

where, r is the size of sub matrix under consideration; that is, the size of MB for which we are going to calculate the similarity within the matrix.

Calculate Regional Mutual Information

M rmi = H g (C A ) + H g (C B ) -H g (C) ( 12 
)
1 Joint and marginal entropy is given by [START_REF] Reza | An introduction to information theory[END_REF] H g (Σ d ) = log((2πe)

d 2 det(Σ d ) 1 2 ) ( 10 
)
which represents the entropy of a normally distributed set of points in ℜ d with covariance matrix Σ d .

M rmi gives a measure of regional mutual information between Φ(x, y) and Φ θ (x ′ , y ′ ). A weight function for RMI is calculated with equation of Φ vec (v) is calculated next

Φ wg = E (Φ vec (v) -E[Φ vec ]) 2 (13) 
The relative quality of an image is given by

NrMI i = M rmi,i * Φ wg,i (14) 
where i ∈ i th image in the image sequence.

Experimental Results

In this section we validate our method through application on various benchmark state-of-art and classical databases. Experiments are conducted with five standard databases of natural and one of synthetic images. The natural image databases are TID 2008 [START_REF] Ponomarenko | Tid2008-a database for evaluation of full-reference visual quality assessment metrics[END_REF] with 1699 images, TID 2013 [START_REF] Ponomarenko | Color image database tid2013: Peculiarities and preliminary results[END_REF] with 2483 images, CID 2013 [START_REF] Larson | Most apparent distortion: full-reference image quality assessment and the role of strategy[END_REF], LIVE [START_REF] Sheikh | A statistical evaluation of recent full reference image quality assessment algorithms[END_REF], MEFD with 550 images each. While ESPL [START_REF] Kundu | Full-reference visual quality assessment for synthetic images: A subjective study[END_REF], a database consisting of 550 synthetic images, is used for evaluation of the current algorithm.

For objective evaluation SRCC (Spearman's Rank Correlation Coefficient) and PLCC (Pearson Linear Correlation Coefficient) matrices are used. These metrics give a measure of prediction monotonicity and linearity, respectively.

Table 1 presents a comparative view of various index of quantitative quality measures. Blue color values in table 1 indicate best results. Since no-reference quality measurement system requires complex set of interdependent parameters to work as efficiently as human beings, therefore every system has certain advantage over others under certain conditions. From the table it becomes clear that proposed method evaluates the images better than SSIM for most of the databases. Since the proposed method uses underlying regional geometric information by splitting the set into disjoint group of sub-sets; therefore every small change in geometry (including presence of undetectable noise for human visual system) changes the qualitative measure.

Specifically with images of high quality (databases MEFD and ESPL) the proposed method performs much better than SSIM [START_REF] Wang | Image quality assessment: from error visibility to structural similarity[END_REF] and other state-of-art techniques. Since proposed technique considers underlying geometry of the image, high quality images distorted by small amount of noise produce lower value of the quality index. This lower value in turn will be helpful to take corrective measures to develop noise removal or better compression algorithms.

Conclusion

Present manuscript investigates the problem of no-reference quality assessment. A novel technique has been proposed for the assessment based on underlying geometry of the image. The technique is applied on various databases with different types of images. Results show interesting trend and promising performance when compared with existing literature. Since method utilizes mutual information approach it was able to render better results for high quality images.

In future we aim to study the effects of current technique by calculating RMI on weighted image segments. The weights will be calculated based on the importance of the region in the images, which in turn depends on point of focus in human visual system.

Database Statistical

Measurement SSIM [START_REF] Wang | Image quality assessment: from error visibility to structural similarity[END_REF] NR [START_REF] Wang | No-reference perceptual quality assessment of jpeg compressed images[END_REF] NJQA [START_REF] Golestaneh | No-reference quality assessment of jpeg images via a quality relevance map[END_REF] NR [START_REF] Li | Gridsar: Grid strength and regularity for robust evaluation of blocking artifacts in jpeg images[END_REF] [START_REF] Ponomarenko | Tid2008-a database for evaluation of full-reference visual quality assessment metrics[END_REF], TID 2013 [START_REF] Ponomarenko | Color image database tid2013: Peculiarities and preliminary results[END_REF], CID 2013 [START_REF] Larson | Most apparent distortion: full-reference image quality assessment and the role of strategy[END_REF], LIVE [START_REF] Sheikh | A statistical evaluation of recent full reference image quality assessment algorithms[END_REF], MEFD, and ESPL [START_REF] Kundu | Full-reference visual quality assessment for synthetic images: A subjective study[END_REF] databases. Blue color values represent best performing technique in terms of corresponding SRCC and PLCC statistical measures.
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	From matrices of equation 6 calculate matrix M
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