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Typically, maintaining a machine requires two different distinct tasks: to select which components to focus their attention; and the subsequent task is to check, repair or replace the selected components. For both tasks, the experience of technicians plays a critical role. An experienced technician is likely to select fewer components and requires less time for the subsequent task compared to an inexperienced technician. As a result, the maintenance time will be varied depending on the experience of the technicians. Extant research for maintenance has predominantly used exponential distribution family for modeling primarily because of its analytical tractability but at the cost of fidelity and inability to capture important characteristics such as technicians' experience. With the growing adoption of networked sensors based on Internet of Things (IoT), big data, and real-time machinery diagnostics using artificial intelligence it is imperative to develop models with better fidelity for maintenance operations. Therefore, in this paper, we explore a model based on using the negative-hyper geometric distribution for maintenance time that varies based on the technicians' experience. Our proposed approach requires more inputs such as (1) number of components, (2) number of components not in working state (3) technician's experience level, and (4) time to fix a component based on the technicians' experience. For instance, input for (2) could be obtained from IoT sensors and diagnostics. We study the efficacy of the proposed model using computer simulations and statistically characterize the possible impact of technician experience on the parameters of the maintenance distribution.

Introduction

Maintenance time consists of several steps: localize, isolate, adjust, disassemble, repair, interchange, reassemble, align, and checkout (return to normal condition) [START_REF] Dhillon | Engineering maintenance: a modern approach[END_REF]. In many situations, especially for corrective maintenance, the process is composed of two different distinct tasks: to select which components to focus their attention; and the subsequent task is to check, repair or replace the selected components. For example, if technician removes the cover and finds out the selected component is in good condition, then he/she has to put the cover back and repeat the previous tasks until he/she successfully identify the problem. This process, which is similar to the trial-and-error process, contributes a large amount of time to the maintenance time and highly depends on technician experiences on fault localization (selecting which components to play). How does experience impact the performance of maintenance? There are many different opinions in the literature. [START_REF] Cabahug | Classifying plant operator maintenance proficiency: examining personal variables[END_REF] survey 105 respondents, including managers, training instructors, and directors in 2000. They consider 14 technician personal factors to examine technicians' proficiency. Their result shows up years of experience with equipment has a high correlation with technician proficiency [START_REF] Cabahug | Classifying plant operator maintenance proficiency: examining personal variables[END_REF]. Edwards et al. (2005) extend the research to 50 factors. They find that ten factors are significant for predicting maintenance proficiency including duration of training period and years of experience [START_REF] Edwards | Intelligence and maintenance proficiency: an examination of plant operators[END_REF]. This study implies that experience is one of the instrumental factors in measuring technician proficiency. In Magne and Dag (2003), however, they claim that the experience has little impact on predicting problems in software maintenance. However, when they define technicians' experience, Magne and Dag only consider the number of years in general maintenance job but did not consider the time spent in maintaining the software [START_REF] Jørgensen | Impact of experience on maintenance skills[END_REF].

With the growing adoption of networked sensors based on IoT, big data, and realtime machinery diagnostics using artificial intelligence, maintenance will be done more smartly even if a technician is inexperienced.

However, extant research for maintenance has perpetually lump-summed maintenance time and predominantly used the exponential distribution family such as exponential, gamma, phase-type and generalized-exponential distributions for modeling [START_REF] Dhillon | Engineering maintenance: a modern approach[END_REF][START_REF] Dallery | On modeling failure and repair times in stochastic models of manufacturing systems using generalized exponential distributions[END_REF][START_REF] Liu | A cold standby repairable system with working vacations and vacation interruption following Markovian arrival process[END_REF][START_REF] Liu | A cold standby repairable system with the repairman having multiple vacations and operational, repair, and vacation times following phase-type distributions[END_REF]. It is primarily because of its analytical tractability. At the cost of fidelity, these models are, nevertheless, limited in ability to capture essential characteristics of maintenance such as technicians' experience. Based on our knowledge, no research had considered the experience of a technician when it modeled maintenance times. Hence it is inevitable to develop models with better fidelity for maintenance operations. Therefore, in this paper, we explore a model based on using the negative-hyper geometric distribution for maintenance time that varies based on the technicians' experience on the selecting task.

The rest of this paper is organized as follows. In section 2, we propose to model maintenance times using the Negative-Hyper Geometric distribution, which has the following inputs: (1) number of components, (2) number of components not in working state and (3) time to repair/replace a component. In section 3, we characterize the statistical properties of our model using computer simulation. Section 4 brings up our conclusions and possible works in the future.

Modeling Maintenance Time

Typically, maintaining a machine requires two different distinct tasks: (1) the first task is to select which components to focus their attention; and (2) the subsequent task is to check, repair or replace the selected components. The tasks repeat until the technician find all components that need to be repaired. In the model, we assume there are 𝑁𝑁 possible components which might cause a machine failure. The machine goes back to the working condition once all failed components are found and repaired. The time for the second type of task is varied by different failure types and components, so we model the time as a random variable 𝑇𝑇 𝑖𝑖 (sub-task time), which is generally distributed, to describe the variation. In addition, we assume the operation time of the first type of task is negligible. Thus, the maintenance time (𝑀𝑀𝑇𝑇), which consists of these two tasks, can be shown in equation ( 1)

MT = � 𝑇𝑇 𝑖𝑖 𝑋𝑋 𝑖𝑖=1
Given that 𝑇𝑇 𝑖𝑖 = time to check, repair and replace task 𝑖𝑖, is i.i.d. to 𝑇𝑇 1 𝑋𝑋 = number of selected components to focus technicians' attention

(1)

Modeling Component Selection using NHG Distribution

Practically, selecting which components to focus attention is a similar process to the 'trial-and-error' process. The technician selects a component then check whether it requires replacement or repair. A technician takes necessary actions and then checks the next components until every component is in working state . This process also can be explained as drawing all 'fail' from a finite population without replacement in which each sample can be classified into two mutually exclusive categories: pass/fail. Therefore we formulated the number of selections, 𝑋𝑋, using the Negative Hyper-Geometric distribution, 𝑋𝑋 ~ 𝑁𝑁𝑁𝑁𝑁𝑁(𝑁𝑁, 𝑀𝑀, 𝑘𝑘) [START_REF] Hu | An improved negative binomial approximation for negative hypergeometric distribution[END_REF]. In this model, we assume that all components must be in working state to properly maintain a machine. Otherwise, technicians continue to select more components, thus 𝑘𝑘 = 𝑀𝑀. So, the distribution of 𝑋𝑋,

Pr(𝑋𝑋 = 𝑥𝑥) = � 𝑥𝑥 -1 𝑘𝑘 -1 � � 𝑁𝑁 -𝑥𝑥 𝑀𝑀 -𝑘𝑘 � � 𝑁𝑁 𝑀𝑀 � = � 𝑥𝑥 -1 𝑀𝑀 -1 � � 𝑁𝑁 𝑀𝑀 �
Where we define, 𝑘𝑘 is the number of components that need to be selected; 𝑀𝑀 is the number of components which are not in working order; 𝑁𝑁 is the number of all possible components which are not in working state and 𝑀𝑀 ≤ 𝑁𝑁.

(2)

Modeling Experience Impact on Maintenance Time

Two different experience effects can be defined in the model: (1) a more experienced technician requires a smaller number of selections in order to maintain the machine properly compared to an inexperienced technician; (2) a more experienced technician needs less time to finish each task in a maintenance process. In this paper, we discuss the first experience impact. We believe that this is because technicians can exclude some components in the first place based on their experience. Thus, in order to formulate this effect, we defined 𝑁𝑁 as 𝑁𝑁 * which is 𝑁𝑁 * = 𝑁𝑁 -𝐸𝐸𝐸𝐸 𝑁𝑁 Where 𝑁𝑁 * : number of possible components in technician's opinion 𝐸𝐸𝐸𝐸 𝑁𝑁 : experience effect of 𝑁𝑁, 0 ≤ 𝐸𝐸𝐸𝐸 𝑁𝑁 ≤ 𝑁𝑁 -𝑀𝑀

(3) 𝐸𝐸𝐸𝐸 𝑁𝑁 can be expressed in constants or functions such as learning curves. However, it should be noted that the experience effect cannot be greater than 𝑁𝑁 -𝑀𝑀 since at least 𝑀𝑀 components should be checked even the technician is very talented and can find all failed components without any wrong selection.

Model Inputs Analysis using Computer Simulation

In this section, we analyze the sensitivity of the model's two inputs: 𝐸𝐸𝐸𝐸 𝑁𝑁 and 𝑀𝑀 to its variation by conducting a computational simulation. The simulation setting is:

• Set 𝑁𝑁 = 20 components and randomly assign 𝑀𝑀 failed components;

• Technician randomly identifies some components which they think it should be checked. All failed components must be identified. • With experience effects 𝐸𝐸𝐸𝐸 𝑁𝑁 , experienced technicians identify less components than inexperienced technicians • A technician starts checking the components based on the order in step 2.

The sub-task time is constant and 𝑇𝑇 1 = 10. • Maintenance time is collected after the technician repaired the last failed component • 5000 maintenance times are collected (simulation iterations = 5000)

Input Analysis of 𝑬𝑬𝑬𝑬 𝑵𝑵

𝐸𝐸𝐸𝐸 𝑁𝑁 plays a critical role in this modeling. Although directly measuring 𝐸𝐸𝐸𝐸 𝑁𝑁 is very challenging, one could estimate 𝐸𝐸𝐸𝐸 𝑁𝑁 by reviewing a maintenance log. For example, one can obtain two information from the maintenance log: (1) the number of all possible components that need to be checked based on the failure mode, and (2) the number of all components that were checked by a technician. With this two information, we can fit the distribution to find out the 𝑁𝑁 * . Then we can estimate the 𝐸𝐸𝐸𝐸 𝑁𝑁 for the technician. However, even one can estimate the 𝐸𝐸𝐸𝐸 𝑁𝑁 from the log, it is hard to estimate it accurately. Therefore, we simulated the model by only changing the variance of 𝐸𝐸𝐸𝐸 𝑁𝑁 to see how the variance of 𝐸𝐸𝐸𝐸 𝑁𝑁 affect the expected maintenance time. In this simulation, 𝑀𝑀 is set to be one. In addition, experience effects are followed by uniform distributions with three different intervals 𝐸𝐸𝐸𝐸 𝑁𝑁 ± 1, 𝐸𝐸𝐸𝐸 𝑁𝑁 ± 2, 𝐸𝐸𝐸𝐸 𝑁𝑁 ± 3.

Fig. 1 reveals us that the expected maintenance time is not biased by the variance of 𝐸𝐸𝐸𝐸 𝑁𝑁 . In addition, the squared coefficient of variation (SCV) of maintenance time is increased as the variance of 𝐸𝐸𝐸𝐸 𝑁𝑁 is increased. Therefore, if we want to consider the second or higher moment of 𝑀𝑀𝑇𝑇, 𝐸𝐸𝐸𝐸 𝑁𝑁 has to be carefully measured.

Input Analysis of 𝑴𝑴

One common challenge of analyzing maintenance log is that it is almost impossible to have enough data for acquiring information about one failure mode. Since a machine can have multiple failure modes and the frequency of each failure mode is so small, it takes a significant amount of time to collect the data. Therefore, it would be good if a model can estimate the expected maintenance time of a machine regardless of failure modes. In order to estimate the expected maintenance time of a machine, the number of components that are not in working state is treated as a random number followed by uniform distributions with three different intervals 𝑀𝑀 ± 1, 𝑀𝑀 ± 2, 𝑀𝑀 ± 3. In this simulation, we set 𝐸𝐸𝐸𝐸 𝑁𝑁 = 0 and simulate model by changing 𝑀𝑀.

The results show in Fig. 2, we conclude that collecting data from different failure mode and using the average 𝑀𝑀 as the input of the model to calculate the mean and SCV of maintenance times is robust. Even the variation still impacts the values, the trend of the results is similar. 

Conclusion and Future Research

In this paper, we explore a model using the Negative Hyper-Geometric distribution for maintenance time that varies based on the technicians' experience. Our proposed approach requires inputs such as (1) number of components, (2) number of components not in working state (3) technician's experience level, and (4) time to fix a component. The reason to develop this model is to explore the impact of technicians' experience on maintenance times which will be primarily affected in the future due to the growth of usage of big data, machine learning, and A.I.

From the simulation results, we discover that the estimated expected maintenance time is robust to the variation of 𝐸𝐸𝐸𝐸 𝑁𝑁 . The maintenance time doesn't get biased even when the uncertainty of 𝐸𝐸𝐸𝐸 𝑁𝑁 is increased. Therefore, we believe that estimating 𝐸𝐸𝐸𝐸 𝑁𝑁 from maintenance logs is one of the methods that can be used to estimate 𝐸𝐸𝐸𝐸 𝑁𝑁 . In addition, we simulated that whether the model is robust to the variation of 𝑀𝑀. The simulation result reveals that the mean and SCV of maintenance time is robust when there is variation in 𝑀𝑀. Therefore, the model we proposed can be used to estimate the expect maintenance time of a machine in general. In sum, modeling maintenance time with Negative Hyper-Geometric distribution require more inputs than traditional modeling methods. However, this modeling method allows us to capture the technicians' experience effect and gives the power to analyze the average maintenance time.

In future work, we will validate the model with human experiment results. In addition, the model will be developed to assess the impact of IoTs and A.I. on maintenance decisions. Even though Negative Hypergeometric well describes the process of selecting components, the distribution is not well-known and not many analytical properties existed. Thus, we will try to develop approximation method for the model to increase its analytical tractability.
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