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INTRODUCTION

The study of the stability and stabilization of systems evolving in continuous-time whereas the controller deliver
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inputs at discrete-time instants, i.e., sampled-data control, has been the subject of many works in the literature.

In [START_REF] Åström | Computercontrolled systems: theory and design[END_REF] linear sampled-data control systems updated at constant sampling periods were extensively studied. However, with the recently growth of networked control applications, asynchronous sampling has been receiving a lot of attention in the literature [START_REF] Hetel | Recent developments on the stability of systems with aperiodic sampling: An overview[END_REF]. On the other hand, the fact that for nonlinear systems the exact discretization does not hold, makes the stability analysis difficult even in the periodic sampling case. To conclude about the stability of the sampled-data control of nonlinear systems, its hybrid behavior has to be taken into account. Then, it is clear the motivation for developing stability conditions for sampled-data control systems which take into account the variations on the intersampling time as well as nonlinear dynamics.

Different techniques have been proposed in the literature to model sampled-data systems, like the lifting approach [START_REF] Bamieh | A lifting technique for linear periodic systems with applications to sampled-data control[END_REF], where the problem is transformed into an equivalent finite-dimensional discrete-time problem while keeping the intersampling information of the system; the impulsive modeling, in which a time-varying Lyapunov function is used [START_REF] Hu | Constrained robust sampled-data control for nonlinear uncertain systems[END_REF], [START_REF] Naghshtabrizi | Exponential stability of impulsive systems with application to uncertain sampled-data systems[END_REF]; the modeling with a continuous-time system with time-varying delay on the plant control input [START_REF] Fridman | Robust sampled-data stabilization of linear systems: an input delay approach[END_REF], [START_REF] Fridman | A refined input delay approach to sampled-data control[END_REF]; and the looped-functional approach [START_REF] Seuret | A novel stability analysis of linear systems under asynchronous samplings[END_REF], [START_REF] Seuret | Taking into account period variations and actuator saturation in sampled-data systems[END_REF] that focus on the behavior in the intersampling interval, ensuring that a positive definite function is strictly decreasing at the sampling instants. For a general overview of these approaches and other ones, the reader can refer to [START_REF] Hetel | Recent developments on the stability of systems with aperiodic sampling: An overview[END_REF].

Much research has been dedicated to Lurie-type nonlinear systems, which consists of a linear time-invariant (LTI) plant connected with a nonlinearity that satisfies some sector restrictions. Considering this class of nonlinear systems, we can mention, for example, works focusing on stabilization [START_REF] Castelan | Control design for a class of nonlinear continuous-time systems[END_REF], Event-Triggered Control (ETC) [START_REF] Zhang | Practical absolute stabilization of Lur'e systems via periodic event-triggered feedback[END_REF] and synchronization of chaotic systems [START_REF] Park | An improved fragmentation approach to sampled-data synchronization of chaotic Lur'e systems[END_REF]. Lurie systems with network delays are dealt with in [START_REF] Hao | Absolute stability of Lurie networked control systems[END_REF], [START_REF] Zeng | Absolute stability and stabilization for Lurie networked control systems[END_REF]. Sampled-data systems, which are the focus of this work, were addressed in [START_REF] Seifullaev | Sampled-data control of nonlinear oscillations based on LMIs and Fridman's method[END_REF], which uses a Lyapunov-Krasovskii functional and state feedback control law, with extension for robust control in [START_REF] Seifullaev | Robust nonlinear sampled-data system analysis based on Fridman's method and S-procedure[END_REF]. In [START_REF] Seifullaev | Sampled-data control of nonlinear systems based on Fridman's analysis and passification design[END_REF], the authors use an approach from the standpoint of systems passification, with control by linear output feedback.

In these contexts, different classes of Lyapunov Functions (LFs), e.g. quadratic ones (associated to the Circle criterion) [START_REF] Khalil | Nonlinear systems[END_REF], Lurie-Postnikov LFs (associated to the Popov criterion) [START_REF] Yakubovich | The method of matrix inequalities in the stability theory of nonlinear control systems. ii. absolute stability in a class of nonlinearities with a condition on the derivative[END_REF], [START_REF] Suykens | An absolute stability criterion for the Lur'e problem with sector and slope restricted nonlinearities[END_REF], [START_REF] Park | Stability criteria of sector-and sloperestricted Lur'e systems[END_REF] and composite LFs [START_REF] Hu | Absolute stability with a generalized sector condition[END_REF] have been considered. To deal with sampled-data control systems, Lyapunov-Krasovskii functionals, as proposed in [START_REF] Fridman | A refined input delay approach to sampled-data control[END_REF], are in general used. These functionals are required to be positive definite and does not depend on the nonlinearity. This paper focus on the stability analysis of the sampleddata closed-loop Lurie system. Our approach combines a generalized Lurie function [START_REF] Valmorbida | Regional analysis of slope-restricted Lurie systems[END_REF]) that does not require the positivity-definiteness of the quadratic part nor the positivity of the Lurie-Postnikov coefficients, with a particular looped-functional (similar to the one used in [START_REF] Seuret | Taking into account period variations and actuator saturation in sampled-data systems[END_REF] for input saturated systems).

From these elements, we propose LMI conditions to assess the global asymptotic stability of the origin of the system. In particular, these conditions ensure that a generalized Lurie function is strictly decreasing at sampling instants. Hence, from the Lurie-type system structure we show that this fact implies the asymptotic convergence of the continuous-time trajectories of the plant to the origin. The LMI conditions can therefore be incorporated as constraints in optimization problems that allow us to compute bounds for the maximal intersampling interval or the maximal sector bounds for which the stability of the Lurie-type system under aperiodic sampled-data control can be ensured. This paper is organized as follows. The next section describes the problem formulation. Section 3 presents preliminary lemmas for the sector conditions and generalized Lurie-type functions, as well as the functional approach, which will be used to develop the LMI conditions. In Section 4 we derive a theorem to evaluate the asymptotic stability of the closed-loop system under aperiodic sampled-data control. Section 5 features some optimization problems and Section 6 gives a numerical example to highlight the potentialities of the method. Section 7 summarizes at the main points covered in the article.

Notation: The set of diagonal matrices of dimension n is denoted D n and D n 0 means that the matrix is also positive semi-definite. To express diagonal matrices in a compact form, we write 'diag(e 1 , ..., e n )', where e i , i = 1, ...n are, respectively, the elements in position (i, i). The set of symmetric matrices of dimension n is denoted S n and S n 0 means that the matrix is also positive semi-definite. A T denotes the transpose of matrix A. He(A) := A + A T , I m and 0 m are, respectively, the identity and zero square matrices of order m. For a given positive scalar, T 2 , define K as the set of continuous functions from an interval [0, Z] to R n , where Z is a positive scalar less than T 2 . The notations | • | and || • || represents the absolute value of a scalar and the Euclidean norm, respectively. The ith element of a vector v is denoted by v i . P 0 (P 0) means that P is positive (semi-)definite and P ≺ 0 (P 0) means that P is negative (semi-)definite. We denote the time-derivative of a time function, x by ẋ and we use ∂ to denote the sub-differential operator. The symmetric terms in a symmetric matrix are denoted by * . We drop the arguments of some functions when it is clear from the context.

PROBLEM STATEMENT

Consider the continuous-time plant described by the following Lurie system:

ẋ(t) = Ax(t) + B u u(t) + B φ φ(y(t)) y(t) = Cx(t) , (1) 
where x ∈ R n represents the states of the plant, u ∈ R q represents its input and y ∈ R m is the output vector.

Matrices A ∈ R n×n , B u ∈ R n×q , B φ ∈ R n×m , C ∈ R m×n ,
are known and supposed to be constant.

The nonlinearity φ : R m → R m , is assumed to be time-invariant, memoryless, Lipschitz on R m , decentralized, sector bounded and slope restricted, i.e., φ(y

) = [φ 1 (y 1 ) . . . φ m (y m )] T , with φ i (y i ) satisfying, ∀i = 1, . . . , m φ i (0) = 0 (2a) φ i (y i ) y i ∈ [δ i , δ i ] ∀y ∈ R m (2b) ∂φ i (y i ) ∈ [γ i , γ i ], ∀y ∈ R m , (2c) 
where δ i ∈ R, δ i ∈ R, δ i ≤ δ i are, respectively, the lower and upper sector bounds for the ith nonlinearity and γ i ∈ R, γ i ∈ R, γ i ≤ γ i are, respectively, the lower and upper slope bounds for the ith nonlinearity.

Let us also introduce the matrices ∆ := diag(δ 1 , . . . , δ m ), ∆ := diag(δ 1 , . . . , δ m ), Γ := diag(γ 1 , . . . , γ m ), Γ := diag(γ 1 , . . . , γ m ) to express the sector and slope conditions in matrix format. The Lipschitz assumption on φ implies that ∂φ i (y i ) = dφi dyi almost everywhere, relaxing the requirement for the nonlinearity to be continuously differentiable.

We suppose that the control signal u comes from a digital controller and it is updated at sampling instants t = t k , remaining constant between two successive sampling instants through a zero-order hold (ZOH). Thus, {t k } k∈N is an increasing sequence of positive scalars such that k∈N [t k , t k+1 ) = [0, +∞). Since we are considering the generic case of aperiodic sampling, assume that there exist two positive scalars T 1 ≤ T 2 such that the difference between two successive sampling instants

T k = t k+1 -t k satisfies 0 < T 1 ≤ T k ≤ T 2 , ∀k ∈ N. (3) 
Note that in periodic sampling we assume in particular that T k must have the same value ∀k ∈ N, i.e.,

T k = T 1 = T 2 , ∀k.
In particular, we consider the following generic sampleddata control law:

u(t) = K x x(t k ) + K φ φ(y(t k )) (4) = K x x(t k ) + K φ φ(Cx(t k )), ∀t ∈ [t k , t k+1 ),
where K x ∈ R q×n , K φ ∈ R q×m . This control law allows to use information about the nonlinearities [START_REF] Castelan | Control design for a class of nonlinear continuous-time systems[END_REF]. If nonlinearities cannot be measured or if the control law is simply a state-feedback, just consider K φ = 0.

In this paper, we are interested in formulating conditions that allow us to evaluate the global asymptotic stability of the system (1) with nonlinearities satisfying sector and slope restrictions (2), subject to aperiodic sampling (3) and control law given by (4).

PRELIMINARIES

In this section, we present the inequalities verified by the sector and slope bounded nonlinearity. These inequalities will play a very important role to obtain conditions to assess the stability of the closed-loop system (1)-(4).

Sector Conditions

Define S ∆ : R m×m × R m × R m → R, S Γ : R m×m × R m × R m → R as S ∆ (U, φ, κ) := (φ -∆κ) T U (∆κ -φ) S Γ (U, φ, κ) := (φ -Γκ) T U (Γκ -φ).
Lemma 1. [START_REF] Khalil | Nonlinear systems[END_REF].

If U 1 ∈ D m 0 and φ : R m → R m satisfies (2), then S ∆ (U 1 , φ(κ), κ) ≥ 0 (5) for all κ ∈ R m .
Lemma 2. [START_REF] Valmorbida | Regional analysis of slope-restricted Lurie systems[END_REF]

. If U 2 ∈ D m 0 and φ : R m → R m satisfies (2), then S Γ (U 2 , φ(κ), κ) ≥ 0 (6) almost everywhere for κ ∈ R m .

Looped-Functional Approach

Define, as in [START_REF] Seuret | A novel stability analysis of linear systems under asynchronous samplings[END_REF]

, x k (τ ) := x(t k + τ ), y k (τ ) := y(t k + τ ) and φ k (τ ) := φ(y k (τ )).
Hence, the behavior of the closed-loop system in the interval [t k , t k+1 ) can be described by: ẋk

(τ ) = Ax k (τ ) + B φ φ k (τ ) + B u (K x x k (0) + K φ φ k (0)) y k (τ ) = Cx k (τ ) ∀τ ∈ [0, T k ), (7) 
where ẋk (τ ) = d dτ x k (τ ). Using representation (7), and inspired by the results in Seuret and Gomes da Silva Jr. ( 2012) considering linear sampled-data control systems subject to actuator saturation, the following theorem regarding the looped-functional approach to assess the closed-loop stability of a Lurie-type system can be stated.

Theorem 1. Let V : R n → R + be a differentiable function such that µ 1 ||x|| p ≤ V (x) ≤ µ 2 ||x|| p , ∀ x ∈ R n , (8) with µ 1 , µ 2 > 0, p > 0, and let W 0 : [0, T 2 ] × K × [T 1 , T 2 ] →
R be a continuous and differentiable functional, called a looped-functional, that satisfies for all z ∈ K and for all

T k ∈ [T 1 , T 2 ] W 0 (T k , z, T k ) = W 0 (0, z, T k ). (9) If for all k ∈ N, T k ∈ [T 1 , T 2 ] and τ ∈ [0, T k ] one has Ẇ (τ, x k , T k ) = d dτ [V (x k (τ )) + W 0 (τ, x k , T k )] < 0, ( 10 
)
then considering the solutions of the system (1) with the sampled-data control law (4) it follows that

(i) ∆V (k) = V (x k+1 (0)) -V (x k (0)) = V (x(t k+1 )) - V (x(t k ))) < 0, ∀k ∈ N; (ii) x(t) → 0 as t → ∞, ∀ x(0) ∈ R n , i.e.

the origin is

globally asymptotically stable (GAS).

Proof. First note that, by continuity of the system trajectories x k (T k ) = x k+1 (0). Integrating now (10) in the interval [0, T k ] and using (9), we conclude that this inequality implies that ∆V (k

) = V (x k+1 (0)) -V (x k (0)) = V (x(t k+1 ))-V (x(t k )) < 0, ∀k ∈ N. Thus, we can conclude that x k (0) = x(t k ) → 0 as k → ∞.
To conclude the proof, we need to show that the continuous-time trajectories also converge to the origin, i.e., x(t) → 0 as t → ∞ and that x(t) is uniformly bounded for all t ∈ [t k , t k+1 ), ∀k.

For this, note that as φi(yi) yi ∈ [δ i , δ i ], it follows that, ∀t, there exists a scalar α(t), 0 ≤ α(t) < 1 such that

φ i (y i (t)) = [α(t)δ i + (1 -α(t))δ i ]y i (t) = υ i (t)y i (t), with υ i (t) ∈ [δ i , δ i ]. (11) 
Thus, we can write φ(y(t)) = Υ(υ(t))y(t), with Υ(υ(t)) = diag(υ

1 (t), υ 2 (t), . . . , υ m (t)), υ(t) ∈ υ = {υ ∈ R m | δ i < υ i < δ i , i = 1, . . . , m}.
Hence, the closed-loop system can be represented by the following linear time-varying system:

ẋ(t) = Ax(t) + B u (K x x(t k ) + K φ φ(y(t k )) + B φ Υ(υ(t))Cx(t) , ∀t ∈ [t k , t k+1 ). ( 12 
)
Considering the lifted-variables one has ẋk

(τ ) = (A + B φ Υ(υ k (τ ))C)x k (τ ) + B u (K x x k (0) + K φ φ k (0)). ( 13 
)
For each admissible υ(t) ∈ υ , we can define a transition matrix Ψ υ (t, t 0 ) for system (12). Defining

υ k (τ ) := υ(t k + τ ), Ψ υ k (τ ) := Ψ υ (t k + τ, t k ) as the restriction of Ψ υ (t, t 0 ) to the interval [t k , t k+1
), and the state transition matrix

Ψ υ k (τ, s) := Ψ υ (t k + τ, t k + s), it follows that x k (τ ) = Ψ υ k (τ, 0)x k (0)+ τ 0 Ψ υ k (τ, s)B u [K x K φ ] x k (0) φ k (0) ds. (14) 
Thus, we have that

||x k (τ )|| ≤ ||Ψ υ k (τ, 0)|| ||x k (0)||+ τ 0 Ψ υ k (τ, s)ds × B u [K x K φ ] x k (0) φ k (0) ≤ ||Ψ υ k (τ, 0)||+ τ 0 Ψ υ k (τ, s)ds ||B u K x || + ||B u K φ || ||∆C|| ||x k (0)|| ≤ ||Ψ υ k (τ, 0)|| + T2 0 ||Ψ υ k (τ, s)ds|| ||B u K x || + ||B u K φ ∆C|| ||x k (0)||. (15) As υ k (τ ) ∈ υ , ∀τ ∈ [0, T 2 ], there exists a scalar µ Ψ , such that ||x k (τ )|| ≤ µ Ψ ||x k (0)||, (16) 
where

µ Ψ = sup υ k (τ ) ∈ υ ||Ψ υ k (τ, 0)|| + T2 0 ||Ψ υ k (τ, s)ds||× (||B u K x || + ||B u K φ || ||∆|| ||C||) . Hence, if x k (0) → 0 as k → ∞, i.e., x(t k ) → 0 as k → ∞, then x(t k + τ ) = x k (τ ) → 0 as k → ∞, ∀τ ∈ [0, T k ], that is x(t) = x(t k + τ ) → 0 as t → ∞.

Generalized Lurie Function

Consider a generalized Lurie function V : R n → R defined as follows

V (x) = V 0 (x) + m i=1 λ i yi 0 (φ i (s) -δ i s)ds, (17) 
where y i = (Cx) i , i = 1, . . . , m and

V 0 (x) = x φ(y) T P 11 P 12 P T 12 P 22 x φ(y) . ( 18 
)
This function is an extended version of the traditional Lurie function, where the matrix P and the coefficients λ i (also known as Lurie-Postnikov terms), Λ := diag(λ 1 , . . . , λ i ), i = 1, . . . , m, are necessarily positivedefinite. Note that this form does not require the positivedefiniteness of P , nor the non-negativity of the coefficients λ i [START_REF] Valmorbida | Regional analysis of slope-restricted Lurie systems[END_REF]. In this case, the positivitydefiniteness of V should be ensured by other means, as stated in the following lemma.

Lemma 3. [START_REF] Valmorbida | Regional analysis of slope-restricted Lurie systems[END_REF]. Consider V in ( 17) where φ satisfies (2a)-(2b). If there exists a matrix Λ ∈ D m

0 such that Λ -Λ, ( 19 
) V 0 (x) - 1 2 y T (∆ -∆) Λy > 0, ∀x ∈ R n , ( 20 
) then V (x) > 0, ∀x ∈ R n .

ASYMPTOTIC STABILITY CONDITIONS

In this section, we derive conditions in the form of linear matrix inequalities (LMIs) to assess the asymptotic stability of the sampled-data closed-loop system (1)-( 4). The approach is based on the use of looped-functionals (Seuret and Gomes da Silva Jr., 2012) and a generalized Lurietype function [START_REF] Valmorbida | Regional analysis of slope-restricted Lurie systems[END_REF]. With this aim, we apply Theorem 1, considering the function V (x) defined in ( 17) and the functional

W 0 (τ, x k , T k ) = (T k -τ ) τ 0 ẋT k (θ)R x ẋk (θ)dθ + (x k (τ ) -x k (0)) T [F x (x k (τ ) -x k (0)) + 2G x x k (0)] + (T k -τ ) τ x k (0) φ k (0) T X x k (0) φ k (0) + τ 0 φT k (θ)R φ φk (θ)dθ + (φ k (τ ) -φ k (0)) T [F φ (φ k (τ ) -φ k (0)) + 2G φ φ k (0)] (21) with F x ∈ S n , G x ∈ R n×n , X ∈ S n+m , F φ ∈ S m , G φ ∈ R m×m , R x ∈ S n 0 and R φ ∈ S m 0 .
The following theorem provides LMI conditions to verify the stability of the closed-loop system under aperiodic sampling.

Theorem 2. Assume that there exist a matrix

P ∈ S n+m , matrices Λ ∈ D m , Λ ∈ D m 0 , matrices U j , j = 0, . . . , 3 ∈ D m 0 , matrices F x ∈ S n , G x ∈ R n×n , F φ ∈ S m , G φ ∈ R m×m , R x ∈ S n 0 , R φ ∈ S m 0 , Q x ∈ R (3n)×n , Q φ ∈ R (3m)×m , X ∈ S n+m , Y 1 , Y 2 ∈ R n×n that satisfy, for i = 1, 2: Ψ 1 (T i ) = Π 1 + T i Π 2 + T i Π 3 ≺ 0 (22) Ψ 2 (T i ) =   Π 1 -T i Π 3 T i M T 135 Q x T i M T 246 Q φ * -T i R x 0 * * -T i R φ   ≺ 0 (23) Λ -Λ (24) P - 1 2 C T 0 (∆ -∆) Λ [C 0] + He 1 2 (∆C) T -I m U 0 ∆C -I m 0, (25) with Π 1 = He{M T 12 P M 34 } -M T 15 F x M 15 -He{M T 15 G x M 5 } -He 1 2 (M T 1 (∆C) T -M T 2 )ΛCM 3 -M T 26 F φ M 26 -He{M T 26 G φ M 6 } + He{M T 2 -M T 1 (∆C) T )U 1 (∆CM 1 -M 2 )} + He{M T 4 -M T 3 (ΓC) T )U 2 (ΓCM 3 -M 4 )} + He{M T 6 -M T 5 (∆C) T )U 3 (∆CM 5 -M 6 )} -He{M T 135 Q x M 15 } -He{M T 246 Q φ M 26 } + He{(M T 1 Y T 1 + M T 3 Y T 2 )M 0 } Π 2 = M T 3 R x M 3 + He{M T 3 (F x M 15 + G x M 5 )} + M T
Then the origin of the sampled-data closed-loop system (1)-( 4) is GAS.

Proof. Considering the result of Theorem 1, the idea is to prove that ( 9) and ( 10) are satisfied, ∀k ∈ N, considering V and W 0 as given in ( 17) and ( 21), respectively.

It is straightforward to proof the positivity of V given by the inequalities ( 24) and (25) using Lemma 1 and Lemma 3. The next step of the proof focuses on the fact that the functional W 0 given in (21) satisfies the condition (9). Since (T k -τ ) = 0 when τ = T k and x k (τ ) -x k (0) = 0 when τ = 0, it follows that the functional W 0 satisfies (9). Moreover, it is continuous at all sampling instants and differentiable over [0, T k ). The rest of the proof consists in showing that ( 22)-( 23) implies (10). With this aim, the expression of Ẇ is given as follows:

1 The matrices M i are not of the same dimension. The notations 0 and I correspond to the zero and identity matrices of appropriate dimension.

Ẇ (τ, x k , T k ) = 2 x k (τ ) φ k (τ ) T P ẋk (τ ) φk (τ ) -[(x T k (τ )(∆C) T -φ T k (τ ))ΛC] ẋk (τ ) -(x k (τ ) -x k (0)) T [F x (x k (τ ) -x k (0)) + 2G x x k (0)] + (T k -τ ) ẋT k (τ )[R x ẋk (τ ) + 2F x (x k (τ ) -x k (0)) + 2G x x k (0)] + (T k -2τ ) x k (0) φ k (0) T X x k (0) φ k (0) -(φ k (τ ) -φ k (0)) T [F φ (φ k (τ ) -φ k (0)) + 2G φ φ k (0)] + (T k -τ ) φT k (τ )[R φ φk (τ ) + 2F φ (φ k (τ ) -φ k (0)) + 2G φ φ k (0)] - τ 0 ẋT k (θ)R x ẋk (θ)dθ - τ 0 φT k (θ)R φ φk (θ)dθ. ( 26 
)
Using the sector conditions defined in Lemma 1 and Lemma 2, we have that

Ẇ (τ, x k , T k ) < Ẇ (τ, x k , T k ) + 2S ∆ (U 1 , φ k (τ ), y k (τ )) + 2S Γ (U 2 , φk (τ ), ẏk (τ )) + 2S ∆ (U 3 , φ k (0), y k (0)), or equivalently Ẇ (τ, x k , T k ) < Ẇ (τ, x k , T k ) + 2(φ T k (τ ) -x T k (τ )(∆C) T )U 1 (∆Cx k (τ ) -φ k (τ )) + 2( φT k (τ ) -ẋT k (τ )(ΓC) T )U 2 (ΓC ẋk (τ ) -φk (τ )) + 2(φ T k (0) -x T k (0)(∆C) T )U 3 (∆Cx k (0) -φ k (0)). (27) Consider the vector η k (τ ) = [x T k (τ ) φ T k (τ ) ẋT k (τ ) φT k (τ ) x T k (0) φ T k (0)] T , the vector ζ k (τ ) = M 135 η k (τ ) and a matrix Q x ∈ R (3n)×n . Since R x is assumed to be positive definite, it follows that ( ẋk (θ) -R -1 x Q T x ζ k (τ )) T R x ( ẋk (θ) - R -1 x Q T x ζ k (τ )) > 0.
Integrating this expression over [0, τ ], the following inequality is obtained

τ 0 ẋk (θ) T R x ẋk (θ)dθ -2ζ T k (τ )Q x (x k (τ ) -x k (0)) + τ ζ T k (τ )Q x R -1 x Q T x ζ k (τ ) ≥ 0. ( 28 
)
Consider now a new vector ψ k (τ ) = M 246 η k (τ ) and a matrix Q φ ∈ R (3m)×m . Following the same reasoning as above, we have that:

τ 0 φk (θ) T R φ φk (θ)dθ -2ψ T k (τ )Q φ (φ k (τ ) -φ k (0)) + τ ψ T k (τ )Q φ R -1 φ Q T φ ψ k (τ ) ≥ 0. ( 29 
)
On the other hand, from ( 7), there exists a coupling relation between the components of the vector η k (τ ). Hence, ∀ Y 1 ∈ R n×n and ∀ Y 2 ∈ R n×n the following equality is satisfied:

2(x T k (τ )Y T 1 + ẋT k (τ )Y T 2 )(Ax k (τ ) + B φ φ k (τ ) -ẋk (τ ) + B u (K x x k (0) + K φ φ k (0))) = 0. ( 30 
)
This null term can be added to (27). Hence, combining ( 27), ( 28), ( 29) and ( 30), one obtains that

Ẇ ≤ η T k (τ )[Π 1 + (T k -τ )Π 2 + τ (M T 135 Q x R -1 x Q T x M 135 +M T 246 Q φ R -1 φ Q T φ M 246 ) + (T k -2τ )Π 3 ]η k (τ ).
Thus, to prove that Ẇ < 0, it suffices to guarantee that

Π 1 + (T k -τ )Π 2 + τ (M T 135 Q x R -1 x Q T x M 135 + M T 246 Q φ R -1 φ Q T φ M 246 ) + (T k -2τ )Π 3 ≺ 0.
As this matrix inequality is affine with respect to τ , and τ ∈ [0, T k ], a necessary and sufficient condition to satisfy it, is given by

     Π 1 + T k (Π 2 + Π 3 ) ≺ 0 (31) Π 1 -T k Π 3 + T k (M T 135 Q x R -1 x Q T x M 135 (32) +M T 246 Q φ R -1 φ Q T φ M 246 ) ≺ 0.
Finally, as ( 31) and ( 32) are affine in T k and

T k ∈ [T 1 , T 2 ],
applying the same reasoning and the Schur complement to (32), we conclude that Ψ 1 (T i ) ≺ 0 and Ψ 2 (T i ) ≺ 0, i = 1, 2, are sufficient to ensure Ẇ < 0. Hence, by virtue of Theorem 1 the satisfaction of conditions ( 22)-( 25) ensures the global asymptotic convergence of the trajectories to the origin.

OPTIMIZATION PROBLEMS

From the conditions stated in Theorem 2, we can formulate three optimization problems as follows.

P1. Given T 1 , the sector and slope bounds, find the maximal T 2 such that global stability of the closedloop system (7) is ensured.

P2. Given a nominal sampling time T nom , the sector and slope bounds, find the maximum symmetrical boundaries (Jitter) denoted by σ, i.e., T 1 = T nom -σ, T 2 = T nom +σ, such that global stability of the closedloop system (7) is ensured.

P3. Given T 1 and T 2 , compute the maximum sector and slope bounds, such that the global stability of the closed-loop system (7) is ensured.

Note that, as ( 22), ( 23), ( 24), (25) are LMIs, once T 1 , T 2 and the sector bounds are fixed, these optimization problems can be straightforwardly solved by considering feasibility LMI problems and bisection techniques, where we interactively increase/decrease and test T 2 , σ or a parameter defining the sector.

NUMERICAL EXAMPLE

Consider system (1) given by the following matrices

A =    -0.5 -6.2 -0.105 -1.2 1 0 0 0 0 1 0 0 0 0 1 0    , B u =    1 0 0 0    , B φ =    0.5 0 0 0    C = [0 0.2 0 0] ,
and the control law (4) with the following gains

K x = [0.1 0.2 0.005 0.2] , K φ = [0.5],
with the bounds of φ given by δ = 0, δ = , γ = -, γ = .

In order to show the potential advantage and the conservatism reduction induced by the generic Lurie type function, we consider different structures from the function V defined in (17). More specifically, we evaluate the feasibility of the inequalities such that them also holds for V 0 (i.e. V with Λ = 0), for a quadratic function of the Circle Criterion V Q (x) = x T P 11 x, which corresponds to V with P 12 = 0, P 22 = 0, Λ = 0 and for the function of the Popov Criterion

V LP (x) = x T P 11 x + m i=1 λ i yi 0 (φ i (s) -δ i s)ds, (33) 
which corresponds to V with P 12 = 0, P 22 = 0 and λ i > 0, i = 1, . . . , m. Note that for V Q and V LP we consider P 11 0 and for V 0 we consider P 0.

The obtained results for P1 are detailed in Table 1, for values of T 1 = 0.1 ms and = 1 √ 2 . For P2, we fixed T nom = 1.5 s and = 1 √ 2 , which results are presented in Table 2 and for P3 we defined T 1 = 0.1 ms and T 2 = 2.0 s, which results are depicted in Table 3.

Table 1. Maximum value of T 2 for different Lyapunov function structures. In the first problem, using the generalized Lurie function V we achieve values for T 2 that are greater 19.1%, 136.0% and 136.3% than the ones obtained with V LP , V 0 and V Q , respectively. For P2, we guaranteed the stability for T 1 = 0.2817 s and T 2 = 2.7183 s, with σ greater 12.1%, 16.3 % and 16.3 % than the ones obtained with V LP , V 0 and V Q , respectively. For the last feasibility problem, the sector bounds, represented by were 39.6%, 83.3% and 83.3% bigger than the ones obtained with V LP , V 0 and V Q , respectively.

V Q V 0 V LP V T 2 1.
V Q V 0 V LP V σ 1.0468 1.0475 1.0861 1.2183
To show that the achieved results support the global stabilization of the closed-loop system (7), we simulate the system considering the result from P1, i.e., T k ∈ [0.0001, 2.6169], and the nonlinearity φ(y(t)) = 0.1sin(5y(t)) + 0.15y(t), (34) that satisfies (2) with δ = 0, δ = 1

√ 2 , γ = -1 √ 2 , γ = 1 √ 2 .
The control action and the states of the closed-loop system are presented in Figures 1 and2. To obtain the values of T k , we used a pseudo-random algorithm that generates its numbers from the standard uniform distribution on the interval previously defined.

It is easy to notice that when t → ∞ the states and the control law converge to the origin, reinforcing the obtained results. 

CONCLUSIONS

This article presents new convex conditions for global asymptotic stability of sampled-data controlled systems, subject to sector and slope-restricted nonlinearities. To develop the methods, we used the looped-functional approach and a generalized Lurie function that does not require the positivity of the matrix P (as in ( 18)) nor the positivity of the Lurie-Postnikov coefficients.

With the presented conditions, we may solve different types of optimization problems, such as maximizing the maximum sampling time, maximizing the sampling bounds over a nominal sampling time or maximizing the sector bounds for which the GAS of the closed-loop system can be ensured.

Figure 1 .

 1 Figure 1. Control action of the closed-loop system with nonlinearity (34).

Figure 2 .

 2 Figure 2. States of the closed-loop system with nonlinearity (34).

Table 2 .

 2 1072 1.1087 2.1969 2.6169 Maximum value of σ for different Lyapunov function structures.

Table 3 .

 3 Maximum value of for different Lyapunov function structures.

	V Q	V 0	V LP	V
	0.5938 0.5938 0.7798 1.0886

We are currently developing local stability conditions for Lurie systems using as basis the content of this paper and later we will develop synthesis conditions for the controller. Future work also includes the study of the problem taking into account communication delays.