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Today's productions systems become more and more complex, comprising a multitude of different resources interacting with each other. The Theory of Constraints (TOC) describes the dilemma that the overall output of such a system is constrained by one or more resources called "bottlenecks". Identifying those bottlenecks has been subject of many research papers. Classical approaches focus typically solely on the bottleneck utilization and neglect accumulated deviations against the planned utilization. This so-called backlog is critical as it has a direct effect on the on-time-delivery. This paper therefore provides a practical approach that can be used by the operative management in order to identify, prioritize and manage bottlenecks in a backlog situation efficiently and effectively.

Introduction

A bottleneck is a resource whose capacity requirement exceeds the available capacity in a period [START_REF] Cox | Apics Dictionary. 9 th ed. Amer Production & Inventory 3[END_REF]3]. If all production orders have to pass through the bottleneck, the maximum production output corresponds to that of the bottleneck [6: p. 115], resulting to the fact that an hour lost at a bottleneck is an hour lost for the overall system [3]. Classical approaches focus solely on the bottleneck utilization and do rarely provide guidelines for their management. Furthermore, accumulated deviations, which are represented in backlog, are typically neglected. Backlog however, is critical as it has a direct effect on the on-time-delivery. This paper therefore develops a practical two-step approach for analyzing and improving operations. The intended users are productions managers in need of a systematic but practical approach to select critical bottlenecks in manufacturing to improve on-time-delivery.

Bottlenecks

Definition. Within this paper, the capacity bottleneck is defined as the resource with the highest load factor (load divided by maximum capacity) during a defined period. A selection of methods for detecting and managing bottlenecks is summarized in the following section.

Management. Adams uses a graph based iteration process to detect bottlenecks based on throughput time and lateness. The Shifting Bottleneck method (SB) solves bottlenecks from iteration to iteration for all machines. In each iteration step, the machine with the largest maximum delay is selected. Then the bottleneck is solved on this machine and an optimal processing sequence of the orders is determined [START_REF] Adams | The Shifting Bottleneck Procedure for Job Shop Scheduling[END_REF].

Based on the duration a machine is active without interruption Roser develops the Active Period Method [START_REF] Roser | A practical bottleneck detection method[END_REF]. Bottlenecks are detected based on the idea that the longer a machine is working without interruption, the more likely it is constraining the overall systems performance [START_REF] Roser | Detecting Shifting Bottlenecks[END_REF].

H.-P. Wiendahl describes the Bottleneck Oriented Logistic Analysis (BOLA) as a method for identifying capacitive bottlenecks in the material flow [START_REF] Wiendahl | Load-Oriented Manufacturing Control[END_REF][START_REF] Wiendahl | Engpassorientierte Logistikanalyse. Methoden zur kurzfristigen Leistungssteigerung in Produktionsprozessen[END_REF]. This method allows to derive problem specific measures based upon analyzing the logistics behavior using the concept of the logistics operating curves [START_REF] Nyhuis | Logistische Kennlinien. Grundlagen, Werkzeuge und Anwendungen[END_REF]. The BOLA is thereby a permanent control's task and thus a continuous process for improving logistics [5: p. 170].

The existing approaches consider backlog only indirect by observing lateness as a relevant parameter. As backlog is a critical parameter in production control, it will be directly considered in the presented method. The backlog range is the time needed to reduce the backlog to zero (assuming that no new orders are planned) and calculated as the backlog divided by the planned capacity per period of the relevant resource [14: p.149]. Figure 1 shows an overall backlog situation with more late orders (too late done) than advanced orders (too early done) for one resource.

Backlog in

Management. Unmanaged backlog generally leads to longer throughput-times, which in turn leads to sequence deviations; both typically cause low on-time-delivery rates. For backlog management there are three general approaches sorted by effectiveness: 

Proposed Heuristic Approach

This paper develops a two-step approach for the operative bottleneck management: (1) Critical bottlenecks are prioritized based on their backlog situation and general management guidelines are derived. [START_REF] Cox | Apics Dictionary. 9 th ed. Amer Production & Inventory 3[END_REF] The contributions of different causes to the overall backlog are described, quantified and countermeasures are suggested.

Prioritization / Resource Selection & General Management Guidelines

Real world production systems have many resources. Therefore, a practical prioritization approach is required in order to wisely use the limited management capacity.

Prioritization / Analysis. The task of factory planning is to evaluate and design static, long-term bottlenecks. For a first structured and qualitative identification of requirements for the PPC design and operation, the turbulence profile can be used [START_REF] Wiendahl | Turbulence Germs and their Impact on Planning and Control -Root Causes and Solutions for PPC Design[END_REF]. For the evaluation and prioritization of actions, short-term bottlenecks with already fixed production orders (and due dates) additionally the backlog situation should be considered for taking appropriate actions while keeping high on-time-delivery rates. To facilitate the analysis the so-called Backlog-Load-Portfolio is introduced (see figure 2): On the y-axis the current resource situation is expressed by backlog range. For benchmarks or heterogeneous backlog tolerances, a relative backlog range is recommended [START_REF] Wiendahl | Montageversorgungsanalyse in der Einzelfertigung. Ist-Situation, Potentiale und Ursachen[END_REF]. On the x-axis the potential to reduce backlog by capacity increase expressed by the load factor (or alternatively the utilization) is depicted. The bubble size reflects the operational cost of the resource, expressed in the machine-hour rate. The depicted limits are experience based and should be adjusted case-by-case. 

Quantification & Countermeasures of Backlog for Selected Resources

Generally, backlog is caused by due-date deviation, throughput-time deviation or startdate deviation. Figure 3 depicts a more detailed hierarchy of backlog causes. This section describes definitions of the respective causes, approaches for quantification and potential countermeasures. Sequence Deviation. Sequence deviation is the deviation of the planned and the actual rank of an order [4: p.85]. Within this paper the sequence deviation is measured roughly, i.e. all orders within one planning period have the same rank, so sequence deviations within a planning period do not affect the backlog situation.

Load Factor

Sequence deviations lead to symmetrical backlog and advance situations. Thus, their effect on the overall backlog is the minimum of too late and too early orders. E.g. a resource processed 8 h of work too early and is late for 20 h, thus 8 h of the backlog is caused by sequence deviation (the overall backlog equals 12 h).

Countermeasures are disciplinary measures or technical restrictions such as blocking of sequence deviations by IT or physical setup on the shop-floor e.g. by FiFo-rail.

Planning & Control. These backlog causes can be split into three groups.

Blocked Backlog. Orders that are too late and available at the resource, but not processable cause blocked backlog. An order is not processable if it cannot be started, independently from the capacity situation at the resource [5: p. 218].

The backlog effect of blocked orders (or blocked WIP) is the sum of orders in backlog which are not (yet) processable. Delayed processability regularly leads to sequence deviations [4: p.103].

For effective countermeasures, further analysis is required. Main reasons for not processable orders are missing closures due to technical quality defects, materials (in assembly processes) or manufacturing tools [5: p.218]. Depending on the order release strategy, limiting the work-in-progress by postponement of order release is helpful to keep stable throughput times [4: p. 102].

Late Predecessor. Orders that already late, but didn't yet (physically) arrive at the resource for processing cause backlog due to late predecessor, e.g. by order creation with past due dates or late order processing, both leading to start deviation for the resource.

The backlog effect of late preceding processes is the sum of all orders in backlog at a resource, but are not yet available.

The problem should be analyzed and solved going upstream starting at the last resource, including the planning activities such as production and sales order creation and order release. To eliminate the root causes an analysis of the turbulence germs is recommended [14: p.209f].

Over planning. A resource is over-planned if the planned capacity exceeds the available capacity in a period [10: p. 677]. Planning more work content on a resource than capacity is available in that period leads to backlog in the magnitude of over planning. This is typical for the MRP approach, if the planning is assuming no capacity competition of orders (so called "planning against unlimited capacity"). The effect is calculated per period (and not per order) as the difference between the available capacity and the sum of work content for the respective period. Limited over-planning should be compensated with short-term capacity flexibility. A countermeasure could be the use of APS (advanced planning and scheduling) with limited capacity planning approaches.

Performance Deviation. This difference between planned and actual performance within a period can be caused by supply and/or demand deviations. Underperformance (because of lower capacity than promised or higher demand, i.e. standard times, then planned) leads to backlog in the magnitude of the deviation between planned and actual performance. Two cases of performance deviation can be separated within an analysis period:

1. Cases with a reduced performance compared to the planned performance within an analytical period. Here the causes are ambiguous and cannot be assigned clearly to supply or demand deviations. Thus, the guideline is to increase the sampling frequency of the time series data to reach the second case (see figure 4). 2. Cases with non-performance within an analytical period. These cases generally can be classified unambiguously as supply deviations with planned (e.g. maintenance) and unplanned non-performance (e.g. breakdowns) periods, where the latter contributes to the backlog.

The higher sampling frequency required for the second case are commonly achieved by data recording at resource level as production feedback data usually do not have such a high resolution. Thus a first action is tracking the resource status with high sampling frequency, e.g. by machine data acquisition or cyber-physical-systems. Remaining periods with less than expected performance (but not non-performance) can be caused by supply or demand deviations and need further analysis.

Countermeasures for backlog due to supply deviation (e.g. lower than planned resource performance) are generally programs for higher performance, such as preventive maintenance. Countermeasures for demand deviations (e.g. wrong standard times) are adapted demand data, e.g. by advanced calculation methods for standard times.

The distinction between supply and demand deviations in complex systems such as semi-automated assemblies with changing operator performance (supply deviations) but also learning curve effects (demand deviation) is ambiguous. The definition of distinctive criteria between the two categories as well as the required statistical analysis of these multi-causal issues is beyond the scope of this article. 

Limitations

The article's approach is on backlog management of single resources. However backlog can be inherited from other resources, e.g. due to wrong transition times or late finalization of preceding operations. As shown in above not all effects can be exactly quantified or even assigned to one exact cause. The analysis focuses on the current situation and does not cover past backlog dynamics over time or the proactive detection of bottlenecks by prediction. Sufficient data quality is a prerequisite for precise and trustable analytics [11, 12: p. 8ff, 222ff]. The order creation and calculation of the due dates is not part of the approach, e.g. the scheduling procedure applied or the handling of customer requests with shorter than standard lead times (so called express orders). In addition, an effective application of the presented results requires profound logistical competence of the managers.

Conclusion & Outlook

The article follows a two-step approach for backlog management in system operations with general management recommendations and a quantification of backlog reasons for selected resources. Recommendations are given, when the applications of cyber physical systems could support a better understanding for backlog causes. This approach supports the production management in focusing on relevant resources and to take correct actions to mitigate backlog situations.

Further research should be conducted on the required data quality, the automation of the analysis and suggestion of potential countermeasures as well as the automated detection and correction of supply and demand master data.
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