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Handwriting reconstruction

Domain adaptation for pen trajectory reconstruction from kinematic sensors

Pipeline [1]

Context

An ANR bilateral Franco-German project Development of a complete system (hardware + software) to reconstruct the trajectory of a digital pen equipped by inertial measurement units (IMU). 

Preliminary results

For paper data For inclined data Domain adaptation to inclined data -Domain adaptation improves results qualitatively and quantitatively -The inclusion of the third dimension provides greater spacial coherence, which is reflected in improved label scores -The hovering trajectory is not sufficiently well reconstructed, so we want to fill this gap with a hybrid loss.

Results analysis

The architecture

Reconstruct the touching strokes

Synchronize timesstamps

Deal with ground truth and sensor data of different sizes

Domain adaptation: 3D and paper

  Front and rear accelerometers, gyroscope, magnetometer, force sensor Challenges: Design a sequence-to-sequence neural network Reconstruct online trajectory from relative signals Writting on any surface 4. Mains challenges Follow the hovering path reposition the start of the next touching stroke (no label, extra dimension) Learn the z dimension, which is not seen in training (learning on touching only, data acquired on plane surface) Deal with data variability depending on the materials (paper, tablet, etc.), various rubs and noises that impact reconstruction An hybrid loss to penalize hovering Acquisition of data : -On an inclined plane in order to get signals with variable z dimension (the height) -On paper to obtain data from various materials and signal variability Domain adaptation for data acquired on paper and on inclined plane Goal -Build domain-invariant features to tilt and noise in signals By -Successive learning of the different colored parts -feature extractor (green), -label predictor (blue), -domain classifier (red)