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Abstract Inthisworkweintroducepoweroptimizations relying on partial tag comparison (PTC) in snoop-based chip multiprocessors. Our optimizations rely on the observation that detecting tag mismatches in a snoopbased chip multiprocessor does not require aggressively processing the entire tag. In fact, a high percentage of cache mismatches could be detected by utilizing a small subsetbuthighlyinformativeportionofthetagbits. Basedonthis,weintroduceasource-basedsnoopfiltering mechanismreferredtoasS-PTC.InS-PTCpossibleremote tagmismatchesaredetectedpriortosendingtherequest. WereducepowerasS-PTCpreventssendingunnecessary snoops and avoids unessential tag lookups at the endpoints. Furthermore, S-PTC improves performance as a resultofearlycachemissdetection. S-PTCimprovesaverageperformancefrom2.9%to3.5% for different configurations and for the SPLASH-2 benchmarks used in this study. Our solutions reduce snoop request bandwidth from 78.5% to 81.9% and averagetagarraydynamicpowerbyabout52%.

1.Introduction

.Snoopfilterscomeintwoclasses:

source-based and destination-based. In source-based filters [START_REF] Moshovos | RegionScout: Exploiting Coarse Grain Sharing in Snoop-Based Coherence[END_REF][START_REF] Cantin | Improving MultiprocessorPerformancewithCoarse-Grain CoherenceTracking[END_REF]eachnodedecideslocally,butbasedonglobal knowledge, to broadcast a message or not. While this approachcaneliminatesomeunessentialtraffic,itcannot stop delivering messages or prevent cache lookups in non-concerningprocessorswhenitattemptstobroadcast. Destination-based filters, however, focus on eliminating unnecessarylookupsatdestinations [START_REF] Salapura | Design and Implementation of the Blue Gene/P Snoop Filter[END_REF][START_REF] Ballapuram | Exploiting Access Semantics and Program Behavior to Reduce Snoop Power in Chip Multiprocessors[END_REF].Onthecontrary to source-based filters, these filters rely on local knowledge to determine whether lookup is necessary or not. They take advantage of the snoop request access pattern locality [START_REF] Salapura | Design and Implementation of the Blue Gene/P Snoop Filter[END_REF] or bloom filters [START_REF] Ballapuram | Exploiting Access Semantics and Program Behavior to Reduce Snoop Power in Chip Multiprocessors[END_REF] to eliminate nonrequiredlookups. Weextendpreviousworkbyusingpartialtagcomparison (orsimplyPTC)insnoop-basedchipmultiprocessors.We rely on the observation that a considerable share of tag mismatches could be avoided by comparing a subset of tag bits, making an entire tag comparison unnecessary. Wetakeadvantageofthisphenomenonandstoreasmall number of tag bits for tags recorded in all cores in the source node to facilitate early mismatch detection. Prior to sending a snoop request, we compare the subset of address tag bits to those stored in the source node and avoid sending the snoop request to nodes showing a mismatch. Itshouldbenotedthattherearetwoclassesofcoherency cachemisses:globalandlocal.Aglobalmissoccurswhen therequestedaddressismissedineveryremotecache.In thecaseofalocalmiss,whileoneormorecoresmissthe requesteddata,thereisatleastoneremotecachethathas acopyoftherequestedblock.Previoussuggestedsourcebased filters focus on global misses. As we show in this paper,ourproposedsource-basedPTC-basedmechanism detectsbothglobalandlocalmissesincreasingthepower reductionopportunities. Using a small number of tag bits makes early cache miss detection possible. This results in performance improvement for some of the applications studied here. Therefore, while previously suggested techniques often save power at the expense of performance, we improve performance and power simultaneously for some applications.

Insummarywemakethefollowingcontributions.

• We show that it is possible to maintain cache coherency by using only a small number of tag bits.

Our study shows that it is possible to detect, on average, between 95% to 98% of global and local remote misses by taking into account only the eight lower bits of the requested tag in different CMP configurations.

• We propose source-based PTC (or S-PTC). S-PTC

relies on storing a snapshot of the storage componentsinvolvedinsnoopingatthesource-side. S-PTC reduces interconnect bandwidth requirement (78.5% to 81.9%) and tag array dynamic power (52%) while improving average performance up to 3.5%. Theresetofthepaperisorganizedasfollows.Insection2 we discuss background. In section 3 we present our motivatingfindings.Insection4wediscussS-PTCinmore details.Insection5wepresentmethodologyandresults. Insection6wediscussrelatedwork.Finally,insection7 weofferconcludingremarks.

2.Background

SCC protocols implementations consist of coherence communication followed by possible cache-to-cache data transfers. To keep coherence transactions fast, designers utilize different interconnects for different cache coherency operations [START_REF] Kumar | Interconnections in Multi-core Architectures: Understanding Mechanisms[END_REF]. Small-scale CMPs (which are the focus of this work) use address, snoop and response/command buses for sending requests to the snoopcontroller,broadcastingtherequestedaddressesto all cores and gathering each core's response respectively [START_REF] Adve | Shared Memory Consistency Models: A Tutorial[END_REF]. In addition, the snoop controller could be integrated with the memory controller in order to manage requests going toorcomingfrom the higher memory level.Smallscale CMPs could also assume a large separate pipelined bus for data communication [START_REF] Kumar | Interconnections in Multi-core Architectures: Understanding Mechanisms[END_REF]. Figure 1 illustrates a typicalsequenceofcoherencetransactionsforcoherence buses. 

3.Motivation

Conventional snooping relies on broadcasting and processing all tag bits. This is inefficient from the power and bandwidth point of view as it is possible to detect mismatches using a small portion of tag bits. To provide better insight, in figure 2 we report how often broadcastingthelowernbitsofthetagisenoughtodetect a mismatch in all ways used in remote set associative caches. As reported, a large number of tag mismatches couldbedetectedusingasmallnumberofbits. Onaverage,andforallconfigurations,morethan84%of snoop misses could be detected broadcasting only eight tagbits.Ourstudyshowsasimilarobservationforcache lookups(notreportedhereintheinterestofspace).

4.SPTC:CacheOptimizations

Inthissection,weintroduceS-PTCinmoredetail.

4.1SPTC

S-PTCdetectsuselesscoherencetrafficandlookupsprior to sending the snoop request. This is done by keeping a small subset of tag bits of all core storage states. This small subset is used to avoid sending snoop messages to cores that do not have a valid version of the requested line. To identify such cores, S-PTC holds a repository referred to as the S-filter containing the small subset of bits for every tag. This filter is accessed at the core initiating the snoop. The S-filter contains the least significant bits of every tag (LSB) for partial tag comparison. S-PTC avoids snooping and searching all caches as it can identify those likely to have the requested block. By limitingthesearchtosomeandnotallcores,S-PTCavoids processingbothglobalandlocalmisses.

4.2SPTCUpdating

S-PTC requires keeping track of the storage states of snoopingcomponents.Thereforehavinganefficientfilter updating mechanism is essential. To provide the S-filter with recent storage states, we need to keep all cores informed about every eviction and insertion event. Since evictions occur as a result of inserting new cache blocks, information regarding both events could be broadcasted simultaneously. For example, assume that one of the local caches inserts block A, replacing block B. At this point the controller, while inserting A into the cache, informs all filters regardingthelatestpositionandstateofB.Itisimportant tonotethatthecontrollershouldalsobroadcastB'sdirty bit. An S-filter not informed about the dirty blocks could potentially mistake an outdated block residing in the upper level memory for a dirty block sitting in the writebackbuffer.Thiscouldhappenifanevictedblockis requested before being written to the upper memory level. An uninformed S-filter assumes that all evicted blocksareclean.Consequentlythecoherencymechanism willlookforthemissingdataintheupperlevelmemory.

To prevent such scenarios storing a low resolution snapshotofthewritebackbuffer(WB)isalsoneeded. To keep S-filters up-to-date the following hardware modificationsareneeded. Localtagarray:Localtagarrayshouldsendtheinsertion position, (i.e., the way number or W), in set associative caches and the dirty bit (D) of the corresponding evicted line to all S-filters. In the case of direct mapped caches sendingWisirrelevant. Snoop controller: The snoop controller is responsible for sendingtherequiredinformationtoallS-filters.Sincethe snoopcontrollerhastoaccommodatethethreenewfields used by the address bus, we add them to the pending memoryrequesttableofthememorycontroller. Besidesthedetectingbits,S-PTCstoresabitindicatingthe validity of tag and a parity bit. S-PTC does not use or modifythecoherencebitsofthecacheblocks;thereforeit isorthogonaltotheunderlyingcachecoherenceprotocol. In figure 3 we present the steps taken during S-PTC updatinginmoredetail. NotethatS-PTCreliesonbroadcastingthefinalcommand toallcoresinordertoupdateallS-filters.

Figure3:SPTCupdating.1)CPUrequestsaddressAincore0.2)Thelocal tagarrayincore0signalsamissandselectsthepositionofthedirtyline(F) for replacement. 3) Upon granting access, core 0 sends a request to the snoopcontrollerforaddressAcontainingpositionandthedirtybitsoflineF over the address bus. 4) Snoop controller stores information about the evicted line in the pending request table. 5) After locating line A, the controllerbroadcastsamessageoverthecommandbusa)toordercore0to receive line A and b

) to tell all Sfilters about evicting F and insertingAin core 0. 6) Finally, core 0 replaces F with A, while forwarding F to WB. In addition,theSfiltersareupdatedwhiletheysnoopthecommandbustoget thelatestevent.

Inthebaselinesnooping,however,thefinalcommandonly addresses the requesting or providing cores. Further optimizeofoursolutionispartoforourongoingresearch.

5.MethodologyandResults

Inthissectionwereportmethodologyandresults.Section 5.1 explains methodology. In section 5.2 we report performanceimprovements.Insection5.3,5.4and5.5we reportbandwidthreduction,tagpowerandareaoverhead respectively.

5.1Methodology

WeusearepresentativesubsetofSPLASH-2 [START_REF] Woo | The SPLASH-2 Programs: Characterization and Methodological Considerations[END_REF](seeTable 1) applications. We use and modify the SESC simulator [START_REF]UniversityofIllinoisatUrbana-Champaign[END_REF] to simulate our system. Table 2 reports the configurations used in our experiments. These configurationsareconsistentwithtoday'simplementation ofCMPs [START_REF]Sun Niagara[END_REF].WeuseCACTI6.0 [START_REF] Muralimanohar | OptimizingNUCAOrganizationsandWiringAlternatives for Large Caches with CACTI 6.0[END_REF]toestimatecachetag arrayandfilterpower.Weassume65nmtechnologywith atargetfrequencyof5GHz.NotethatS-PTCusesauxiliary structures and therefore comes with timing and power overhead. In this study we take this overhead into account.WecompareS-PTCtoaconventionalCMP.

5.2Performance

In figure 4 we report relative performance for S-PTC compared to a conventional snooping system for the two configurations presented in Tables 2 and for the applications studied here. As reported, we witness an averageperformanceimprovement of2.9%and3.5%for 4-wayand8-wayCMPsrespectively. Note that raytrace and ocean show better performance improvements compared to other benchmarks. This is consistent with previously suggested studies [START_REF] Cheng | Interconnect-Aware Coherence Protocols for Chip Multiprocessors[END_REF]. We improve performance as remote cache misses are detected before reaching the end-points (i.e., at the requesting node), skipping several snoop stages and initiatinganL2accessearly.

5.3BandwidthUtilizationReduction

Source-based filtering reduces bandwidth requirements. The exact bandwidth reduction depends on the bus physical implementation details. For a simple single segment bus bandwidth reduction is equal to number of snooprequestsfiltered.ForsegmentedorstarbusesS-PTC can reduce bandwidth further as it can eliminate some remotetagarrayssearcheswhenithastosnoop.Figure5 reports the normalized bandwidth utilization for our two configurations. We consider two-and four-branch buses for 4-way and 8-way CMPs respectively. As reported, bandwidthreductionis78.5%and81.9%for4-wayand8-wayCMPsrespectively.

5.4TagLookupPower

Inthissectionwereporttaglookuppower.S-PTCreduces dynamic power as it prevents unessential tag array lookupsattheend-points.Infigure6wereportnormalized dynamic power dissipation for tag array lookups. Our evaluationshowsadynamicpowerreductionof53.2%and 52.3% in tag arrays lookup is achievable when we use S-PTC. OurevaluationshowsthatexploitingS-PTCincreasesstatic power in tag arrays (60% and 140% in 4-way and 8-way CMPs)asaresultoftheauxiliarystructuresused. 

5.5Area

Weestimatechipareautilizationusingthenumberofbits stored. For 40-bit address space CMPs with 64B cache blocks,acompletetagarrayshouldcontain32bitsforthe tag address, and valid and dirty bits for every individual block. On the other hand, the S-filter stores 10 bits (8 bit for LSB, one valid bit and a dirty bit) for each cache line. ThereforeS-PTCstores10bitsper-coreforevery34-bittag entryofbus-sidetagarrays.

6.RelatedWork

A plethora of studies have investigated interconnect and memory optimizations in shared memory multiprocessors. Multicast snooping [START_REF] Bilir | Multicast Snooping: A New Coherence Method using a Multicast Address Network[END_REF] and destination set prediction [START_REF] Martin | Using Destination-Set Prediction to Improve the Latency/Bandwidth Tradeoff in Shared-Memory Multiprocessors[END_REF] aim at achieving a bandwidth requirement comparable to directory coherency while maintaining low access time similar to snoop based systems. Atoofian and Baniasadi showed that there is a high chance that two consecutive cache misses in a local cache are supplied by the same remote node (supplier locality).Theyexploitedthistoreducepowerbylimiting cache lookup and snoop broadcast to the predicted supplier [START_REF] Atoofiananda | UsingSupplierLocalityin Power-AwareInterconnectsandCachesinChip Multiprocessors[END_REF].Jettyisadestination-basedsnoopingfilter for symmetric multiprocessor systems, which takes two different approaches (i.e., inclusion and exclusion) to eliminateextraaccessestolocalL2caches [START_REF] Moshovos | Jetty:FilteringSnoopsforReducedEnergyConsumption in SMP Servers[END_REF].Ekmanet al. evaluated Jetty for CMPs and reported that power savings achieved by jetty are often outweighed by the overhead associated with the filters [START_REF] Ekman | TLBandSnoop Energy-Reduction Using Virtual Caches for Low-Power Chip-Multiprocessors[END_REF]. In Blue Gene/P super computer three filters are used to optimize the memory system [START_REF] Salapura | Design and Implementation of the Blue Gene/P Snoop Filter[END_REF]. Ballapuram et al. use bloom filters [START_REF] Bloom | Space/TimeTrade-offsinHashCodingwith AllowableErrors[END_REF] to remove unnecessary coherence activities [START_REF] Ballapuram | Exploiting Access Semantics and Program Behavior to Reduce Snoop Power in Chip Multiprocessors[END_REF]. Serial snooping is a destination-based non-speculative snooping technique that takes a sequential approach to search other cores instead of broadcasting [START_REF] Saldanhaandm | PowerEfficientCache Coherence,HighPerformanceMemorySystems[END_REF]. Flexible snoopingfurtherimprovesserialsnoopinginlogicalring interconnects by employing an adaptive filter on each core that decides to snoop the request and then forward ortosnoopandforwardinparallel [START_REF] Strauss | Flexible Snooping: Adaptive Forwarding and Filtering of Snoops in Embedded-Ring Multiprocessors[END_REF]. Ekmanetal.savesharingpatternsforeachmemorypage tofilterunnecessarysnooprequests.Twofurtherstudies [START_REF] Moshovos | RegionScout: Exploiting Coarse Grain Sharing in Snoop-Based Coherence[END_REF][START_REF] Cantin | Improving MultiprocessorPerformancewithCoarse-Grain CoherenceTracking[END_REF] introduce region (as a contiguous power-of-two number of cache lines) to address snoop inefficiencies. RegionScoutshowedthatmemoryrequestsleadtoglobal region misses frequently and used a non-tagged filter to keep track of region's sharing pattern [START_REF] Moshovos | RegionScout: Exploiting Coarse Grain Sharing in Snoop-Based Coherence[END_REF]. Cantin et al. used a tagged structure to save information for more regions but at the cost of complexity [START_REF] Cantin | Improving MultiprocessorPerformancewithCoarse-Grain CoherenceTracking[END_REF]. Both of these workspreventsnoopingwhentheyfindothercachesnot sharing any block of the region containing the requested address. These studies do not improve bandwidth or memoryutilizationforcoresnotsharingtheregionwhen they attempt to broadcast. In-Network-Coherencefiltering addressed this issue by adding a table for each output port of on-chip routers containing non-shared regionsofaccessiblecores [START_REF] Agrawal | In-NetworkCoherence Filtering: Snoop Coherence without Broadcast[END_REF]. In addition to the general differences listed above, our work is different from RegionScout [START_REF] Moshovos | RegionScout: Exploiting Coarse Grain Sharing in Snoop-Based Coherence[END_REF] and Coarse-Grain Coherence Tracking [START_REF] Cantin | Improving MultiprocessorPerformancewithCoarse-Grain CoherenceTracking[END_REF] as S-PTC reduces interconnect and cache activity for shared regions too. While S-PTC limits interconnect and memory activity to those cores likely to have the data 1 , region-based techniques broadcast to all nodes and caches under such circumstances. Previous studies relying on temporal localityincachemisses(e.g., [START_REF] Salapura | Design and Implementation of the Blue Gene/P Snoop Filter[END_REF][START_REF] Moshovos | Jetty:FilteringSnoopsforReducedEnergyConsumption in SMP Servers[END_REF])captureasupersetof locally stored tags by means of counting bloom filter [START_REF] Ballapuram | Exploiting Access Semantics and Program Behavior to Reduce Snoop Power in Chip Multiprocessors[END_REF][START_REF] Moshovos | Jetty:FilteringSnoopsforReducedEnergyConsumption in SMP Servers[END_REF].Thisapproachmissessomesavingopportunitiesasa result of aliasing. S-filters, on the other hand, are not vulnerabletoaliasingastheysavelowresolutionbitsfor everyindividualtag.Moreover,unlike [START_REF] Moshovos | Jetty:FilteringSnoopsforReducedEnergyConsumption in SMP Servers[END_REF]and [START_REF] Salapura | Design and Implementation of the Blue Gene/P Snoop Filter[END_REF],S-PTC can capture all kind of misses including those that have occurredveryrecently. Whileserialsnoopingandflexiblesnoopinghavevariable snoop delay, S-filters come with fixed penalty. Furthermore and in contrast to [START_REF] Saldanhaandm | PowerEfficientCache Coherence,HighPerformanceMemorySystems[END_REF], S-PTC can improve performanceasdiscussedearlier.

7.Conclusion

In this work we introduced S-PTC to improve energy efficiencyinCMPs.S-PTCusesalownumberoftagbitsto reducetheamountofdataprocessingandcommunication in CMPs. S-PTC reduces power as it eliminates a considerable share of the useless tag fast processing and transmission. We show that S-PTC reduces power while improving or maintaining performance for applications andconfigurationsusedinthisstudy.

  Figure1:ThesequenceoftransactionsforSCCprotocolsoversharedbus fabrics.1)Oneofthecoressendstherequestedaddressusingtheaddress bus.2)Thecontrollerdecodestherequestedaddressandqueuesitatthe end of the snoop queue. After it has reached the head of the queue, the controller broadcasts the requested address over the snoop bus. 3) Other cores search their cache tag array and prepare their response. 4) Every coreputsthelookupresultontheresponsebus.Thecontrollerreceivesthe result. 5) The snoop controller makes and propagates the final decision accordingtotheresponsesreceived.
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  Figure2:Howoftenusingthenlowertagbits(n<4,4≤n≤6and7≤n≤8)is enoughtodetectaremotecachemissintheconfigurationsinvestigatedin thiswork(seesection5fordetails).

  Figure4:Performance

  Figure6:TagarraydynamicpowerdissipationStaticpowerincreaseswiththenumberofcoresbutcould bereducedbyexploitingstaticpowerreductionsolutions, whichispartofourfuturework.5.5AreaWeestimatechipareautilizationusingthenumberofbits stored. For 40-bit address space CMPs with 64B cache blocks,acompletetagarrayshouldcontain32bitsforthe tag address, and valid and dirty bits for every individual block. On the other hand, the S-filter stores 10 bits (8 bit for LSB, one valid bit and a dirty bit) for each cache line. ThereforeS-PTCstores10bitsper-coreforevery34-bittag entryofbus-sidetagarrays.6.RelatedWorkA plethora of studies have investigated interconnect and memory optimizations in shared memory multiprocessors. Multicast snooping[START_REF] Bilir | Multicast Snooping: A New Coherence Method using a Multicast Address Network[END_REF] and destination set prediction[START_REF] Martin | Using Destination-Set Prediction to Improve the Latency/Bandwidth Tradeoff in Shared-Memory Multiprocessors[END_REF] aim at achieving a bandwidth requirement comparable to directory coherency while maintaining low access time similar to snoop based systems. Atoofian and Baniasadi showed that there is a high chance that two consecutive cache misses in a local cache are supplied by the same remote node (supplier locality).Theyexploitedthistoreducepowerbylimiting cache lookup and snoop broadcast to the predicted supplier[START_REF] Atoofiananda | UsingSupplierLocalityin Power-AwareInterconnectsandCachesinChip Multiprocessors[END_REF].Jettyisadestination-basedsnoopingfilter for symmetric multiprocessor systems, which takes two different approaches (i.e., inclusion and exclusion) to eliminateextraaccessestolocalL2caches[START_REF] Moshovos | Jetty:FilteringSnoopsforReducedEnergyConsumption in SMP Servers[END_REF].Ekmanet al. evaluated Jetty for CMPs and reported that power savings achieved by jetty are often outweighed by the overhead associated with the filters[START_REF] Ekman | TLBandSnoop Energy-Reduction Using Virtual Caches for Low-Power Chip-Multiprocessors[END_REF]. In Blue Gene/P super computer three filters are used to optimize the memory system[START_REF] Salapura | Design and Implementation of the Blue Gene/P Snoop Filter[END_REF]. Ballapuram et al. use bloom filters[START_REF] Bloom | Space/TimeTrade-offsinHashCodingwith AllowableErrors[END_REF] to remove unnecessary coherence activities[START_REF] Ballapuram | Exploiting Access Semantics and Program Behavior to Reduce Snoop Power in Chip Multiprocessors[END_REF]. Serial snooping is a destination-based non-speculative snooping technique that takes a sequential approach to search other cores instead of broadcasting[START_REF] Saldanhaandm | PowerEfficientCache Coherence,HighPerformanceMemorySystems[END_REF]. Flexible snoopingfurtherimprovesserialsnoopinginlogicalring interconnects by employing an adaptive filter on each core that decides to snoop the request and then forward ortosnoopandforwardinparallel[START_REF] Strauss | Flexible Snooping: Adaptive Forwarding and Filtering of Snoops in Embedded-Ring Multiprocessors[END_REF]. Ekmanetal.savesharingpatternsforeachmemorypage tofilterunnecessarysnooprequests.Twofurtherstudies[START_REF] Moshovos | RegionScout: Exploiting Coarse Grain Sharing in Snoop-Based Coherence[END_REF][START_REF] Cantin | Improving MultiprocessorPerformancewithCoarse-Grain CoherenceTracking[END_REF] introduce region (as a contiguous power-of-two
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